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Thermo-Mechanics of Pebble Beds in Fusion Blankets
Working as tritium breeder and neutron multiplier materials in Helium Cooled Pebble Bed
(HCPB) blankets in fusion reactors, pebble beds are not only subject to severe conditions,
but due to their discrete nature, also have complex behaviour. Pebble beds are composed of
nearly spherically shaped pebbles. One of the most important issues in HCPB blankets is that
the thermal conductivity of the pebble beds changes with the compressive stress state, the
latter being introduced by thermal expansion of the pebble beds during operation. Therefore,
a material model for describing their fully coupled thermo-mechanical response to the external
excitation is essential to check the requirements in the design and analysis of HCPB blankets.
In this dissertation, a numerical simulation scheme for pebble beds under fusion-relevant condi-
tions has been developed. Ceramic breeder and beryllium pebble beds are modelled by means
of discrete element and phenomenological approaches. Moreover, the utilization of the avail-
able experimental results is also presented in this strategy. In the ﬁrst approach, we consider
each individual pebble as one element obeying equilibrium conditions under contact forces. We
study not only the rearrangement of particles but also the overall behaviour of an assembly
under the action of the macroscopic compressive stresses. Using random close packing as initial
conﬁgurations, the discrete element simulation of the uniaxial compression test has been quan-
titatively compared to experiments. This method yields the distribution of the inter-particle
contact forces. We also study the micro-macro relations to relate the microscopic information,
such as the maximum contact force and the coordination number inside the assembly, to the
macroscopic stress variables.
Assuming a pebble bed is a continuum medium, the phenomenological model, as the second
approach, describes the typical overall behaviour of the material under fusion-relevant conditions.
With the proper material model, ﬁnite element analyses of structures containing pebble beds
can be performed. In the present phenomenological model, the thermo-mechanical response of
a pebble bed is represented by a nonlinear elasticity law, a modiﬁed Drucker-Prager-Cap model
and a strain-dependent thermal conductivity. The material parameters in the phenomenological
model have been successfully identiﬁed from the available experimental results. This customized
method has been used for diﬀerent types of pebble beds, and this method has been veriﬁed along
with the present phenomenological model at diﬀerent bed temperature levels. Moreover, the
phenomenological model has been implemented by a user-deﬁned material routine, to provide
the possibility to carry out fully coupled thermo-mechanical ﬁnite element analyses.
For the interfacial region between the pebble beds and container wall, a heat transfer model was
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proposed to take into account the thermal contact conductance at diﬀerent temperatures and
stresses. Finally, a benchmark exercise has been carried out on the basis of the present phe-
nomenological model. The results from the simulation have been compared to the experimental
data, showing that the present modelling is suitable for thermo-mechanical analyses of fusion
blankets.
It will also be shown that for the design and analysis of HCPB blankets, the numerical tools
developed in this dissertation are eﬃcient and important. Furthermore, this work also provides
a framework to implement further experimental data, such as swelling and degradation of the
pebble beds under irradiation, into the material model.
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Zusammenfassung
Thermo-Mechanik von Schüttbetten in Fusionsreaktorblankets
Heliumgekühlte Schüttbetten (HCPB: Helium Cooled Pebble Beds) werden in der Ummantelung
von Fusionsreaktoren, dem sogenannten Blanket, zur Tritiumerzeugung und als Neutronenmul-
tiplikator verwendet und unterliegen somit harten Einsatzbedingungen. Die Schüttbetten beste-
hen aus nahezu kugelförmigem Granulat und weisen aufgrund dieser diskreten Beschaﬀenheit ein
komplexes Materialverhalten auf. Eines der wichtigsten Forschungsthemen bei HCPB-Blankets
ist die Abhängigkeit der Wärmeleitfähigkeit von der Druckspannung, die durch die thermische
Ausdehnung der Schüttbetten im Betrieb hervorgerufen wird. Um den Anforderungen in Hin-
blick auf Design und Analyse eines HCPB-Blankets gerecht zu werden, wird ein Materialmodell
benötigt, das die thermo-mechanische Antwort auf eine äußere Anregung vollständig gekoppelt
beschreibt.
In der vorliegenden Dissertation wurden ein numerisches Simulationsverfahren für Schüttbet-
ten unter fusionstypischen Einsatzbedingungen entwickelt. Die Schüttbetten aus Brutkeramik
und Beryllium werden dabei mittels der Diskrete-Elemente-Methode und phänomenologischer
Ansätze modelliert. Darüber hinaus wird gezeigt, wie vorhandene experimentelle Ergebnisse
im Rahmen dieser Vorgehensweise ausgenutzt werden können. Bei der Diskrete-Elemente-
Methode werden die einzelnen Granulatkörner unter Gleichgewichtsbedingungen betrachtet.
Hierbei wird neben der Anordnung der einzelnen Partikel auch das globale Bauteilverhalten
unter Einwirkung makroskopischer Druckbelastung untersucht. Ausgehend von einer zufälli-
gen Packungsdichte als Anfangsbedingung liefert die Simulation die Verteilung der Kontakt-
belastung zwischen den einzelnen Partikeln. Die Simulation eines einachsigen Drucktests mit
Hilfe der Diskrete-Elemente-Methode ergab dabei eine quantitative Übereinstimmung mit ex-
perimentellen Ergebnissen. Darüber hinaus wurden die Beziehungen zwischen mikroskopischen
Größen, wie z.B. der maximalen Kontaktbelastung oder der Koordinationszahl im Bauteil zu
makroskopischen Belastungsgrößen untersucht.
In einem zweiten Ansatz wurde das globale Materialverhalten unter fusionsähnlichen Bedingun-
gen durch ein phänomenologisches Modell beschrieben, welches die Schüttbetten als kontinuier-
liches Material betrachtet. Ziel ist die Entwicklung eines Materialgesetzes, das in eine Finite-
Elemente-Simulation des Gesamtbauteils eingebunden werden kann. Das thermo-mechanische
Materialverhalten wird dabei durch ein nichtlineares Elastizitätsgesetz abgebildet, welches ein
modiﬁziertes Drucker-Prager-Cap Modell sowie eine dehnungsabhängige Wärmeleitfähigkeit bein-
haltet. Die benötigten Materialparameter wurden aus vorhandenen experimentellen Ergebnissen
abgeleitet. Dieses Vorgehen wurde anhand verschiedener Schüttbett-Varianten angewendet und
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für unterschiedliche Temperaturniveaus veriﬁziert. Darüber hinaus wurde das phänomenologis-
che Modell in eine benutzerdeﬁniterte Materialroutine implementiert, um vollständig gekoppelte
thermo-mechanische FE-Analysen durchführen zu können.
Die Grenzﬂäche zwischen Granulat und Behälterwand wird durch ein Wärmeübergangsmodell
dargestellt, welches die Wärmeleitung im Kontaktbereich bei unterschiedlichen Spannungen und
Temperaturen berücksichtigt. In einer Vergleichsstudie wurden die Ergebnisse der Simulation
auf Basis des phänomenologischen Modells mit experimentellen Ergebnissen verglichen. Dabei
hat sich gezeigt, dass der vorliegende Modellierungsansatz für die thermo-mechanische Analyse
eines Fusionsreaktorblankets geeignet ist.
Abschließend wird gezeigt, dass die in der vorliegenden Dissertation entwickelten numerischen
Methoden eine eﬃziente Analyse von HCPB-Blankets ermöglichen und somit ein wichtiges
Werkzeug in Hinblick auf das Design derartiger Bauteile darstellen. Darüber hinaus liefert
die vorliegende Arbeit die Grundlage, um weitere experimentelle Daten, wie z.B. zum Schwellen
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Working as tritium breeder and neutron multiplier in fusion reactors, lithium-based ceramic
and beryllium pebble beds, respectively, are under severe thermo-mechanical loads. Thus, the
thermo-mechanics of these discrete materials is not only essential to understand the behaviour
due to external excitations, but also important for the design, characterization and diagnostics
of components in fusion reactors. In this chapter, the background of pebble beds is introduced
ﬁrst. The motivation of this work and state of the art in the thermo-mechanics of pebble beds
are discussed, and ﬁnally a brief description of the chapters in this thesis is given.
1.1 Background
1.1.1 Nuclear fusion and tritium breeding
Research on the peaceful use of nuclear fusion or "thermonuclear reaction" energy started in
the middle of the 20th century, mainly in the ﬁeld of plasma physics. Soon, scientists realized
that fusion provides a promising and sustainable solution for the future energy demand (in
particular the electricity demand), without long-term radioactive waste and greenhouse gas
emissions. Recently, a fusion reactor has become an interesting option, from scientiﬁc, technical,
social and economic points of view (Stacey, 1984; Wesson, 2004). Since the signing of the
agreement of ITER (International Thermonuclear Experimental Reactor, http://www.iter.
org) on November 21st, 2006, fusion research is carried out in the framework of a worldwide
cooperation.
The fusion process releases a large amount of energy, by fusing two light atomic nuclei together
to form heavier ones, as
D+T→ 4He + n + 17.6 MeV , (1.1)
where D and T, namely deuterium and tritium, are isotopes of hydrogen. Other reactions, such
as letting deuterium react with itself, or with 3He can also be considered in fusion research.
But the high reaction cross-section and high energy yield of the D-T reaction make it the most
favorable candidate for fusion reactors. Deuterium is a stable isotope of hydrogen with a natural
abundance in the oceans of approximately one atom in 6500 hydrogen. On the other hand,
tritium is radioactive, with a relatively short half-life of 12.32 years, and its natural abundance
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is negligible. The production of tritium will be economically unfeasible to fulﬁll the consumption
in a fusion reactor. Thus tritium breeding should be considered to fuel the D-T reaction.
Using neutron activation of lithium (Li), tritium can be produced in a nuclear reactor, according
to
n + 6Li→ 4He + T+ 4.8 MeV
n + 7Li→ 4He + T+ n− 2.5 MeV . (1.2)
The reaction with 6Li (with 7.5% natural abundance) is exothermic, and it is possible with neu-
trons of any energy. The latter one with 7Li (with 92.5% natural abundance) is an endothermic
reaction. To utilize the ﬁrst type of reactions, 6Li enrichment is one important aspect of the
breeder material. The neutrons on the right hand side of (1.2) are the outcome of fusion reaction
(1.1).
In Figure 1.1, a fusion reactor is drawn schematically. In the reactor core, D-T reactions take
place at temperatures exceeding 108 oC. Neutrons pass through the ﬁrst wall and interact with
the lithium in the reactor blanket, thus breeding further tritium in situ. Tritium is collected
from the blanket, and cycled back into the reactor core. A coolant ﬂowing through the blanket
removes the heat so as to generate electricity.
Figure 1.1: A schematic drawing of the fusion fuel cycle.
1.1.2 Breeding blankets for fusion reactors
In a fusion reactor, neutrons carrying 80% of the produced energy will be absorbed in a blanket
surrounding the reactor core. This blanket contains lithium as breeding material in the form
of a liquid or solid. Due to the number and the tritium breeding eﬃciency of neutrons, it is
necessary to introduce extra elements (such as beryllium and lead) into the blankets working
as neutron multipliers. Hence, the tritium breeding ratio (TBR) can be increased to more than
1.0, making the blanket self-suﬃcient for the tritium fuel cycle.
Based not only on diﬀerent tritium breeding and structural materials, but also cooling strategies,
there are several design concepts for breeding blankets. In ITER, there are possibilities to
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investigate test blanket modules (TBM) to realize the fuel cycle. These modules allow the
testing of design concepts for tritium breeding blankets at high temperatures relevant to a future
fusion power reactor, and in particular to the next step (DEMO) beyond ITER (Giancarli et al.,
2006). In the EU, helium-cooled pebble beds (HCPB) and helium-cooled lithium-lead (HCLL)
blankets will be tested in ITER (Poitevin et al., 2005; Andreani et al., 2006). Furthermore,
with parameters observed in ITER, schemes of design, predictive tools and diagnostics can be
validated and developed to be used in DEMO. Among these design concepts, solid breeder
blankets (such as HCPB) provides the most promising near-term options for fusion reactors.
There are three main functions of HCPB blankets: besides transformation of the neutron en-
ergy originating from the fusion reaction into usable heat and shielding of the superconducting
magnets against neutron and gamma radiation, its main purpose is breeding of the fuel tritium
by capturing neutrons in lithium (Boccaccini et al., 2002; Hermsmeyer et al., 2003). The HCPB
blanket is split into several layers ﬁlled with breeder and neutron multiplier pebble beds. Figure
1.2 shows a typical design for a breeder unit in the European HCPB-TBM module.
Figure 1.2: A breeder unit in the HCPB test blanket module.
1.1.3 Tritium breeder and neutron multiplier pebbles
The pebble beds in HCPB blankets are composed of nearly spherical shaped pebbles, whose
diameters range from 0.25 to 2 mm (Reimann et al., 2002). The size of pebbles is selected in the
breeder blankets, according to the following reasons: 1) small pebbles get small thermal gradients
under large heat generation, which reduces the thermal stresses inside the pebble; 2) larger brittle
ceramic particles are weaker than smaller ones; 3) generated tritium can be recovered by purge
gas ﬂowing between pebbles; 4) small spherical pebbles can be handled easily in plants. However,
thermal conductivities of these materials composed of discrete particles depend strongly on the
mechanical ﬁeld. Under fusion-relevant conditions, special emphasis should be placed on such
coupled thermo-mechanical properties.
Candidates for tritium breeder pebbles include lithium orthosilicate (Li4SiO4), lithium titanate
(Li2TiO3), etc. Beryllium and its compounds, such as Be12Ti, are good neutron multiplier
pebbles. Their typical fabrication methods are listed in Table 1.1. Figure 1.3 shows optical
micrographs of Li4SiO4 pebbles (Knitter, 2008). The diameters of diﬀerent types of pebbles are
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on the order of magnitude of 1 mm, which is much smaller compared to the dimension of a
typical HCPB-TBM structure, as shown in Figure 1.2.
Table 1.1: Types of pebbles and their typical fabrication methods
Types Fabrication Method Diameter (mm) Ref.
Li4SiO4 melting-spray method (*) 0.25-0.63 Knitter et al. (2007)
Li2TiO3 wet process 0.2-2.0 Tsuchiya et al. (2005)
Be/Be12Ti rotating electrode method (**) 1.0 Kawamura et al. (2002)
(*) Schott, Germany; (**) NGK, Japan.
Figure 1.3: Optical micrographs of Li4SiO4 pebbles: left, overview; right, cross-section.
1.2 Motivation and state of the art
Under fusion-relevant conditions, pebble beds are not only subject to severe conditions, such
as neutron irradiation and high heat ﬂux, but they also show complex behaviour caused by
their discrete nature. Due to the extreme working conditions in the fusion reactor, a deep
understanding of the thermo-mechanical properties of these pebble beds is essential. Thus, a
material model for describing their response to the external excitation is needed, to check the
requirements in design and analysis of HCPB blankets.
The thermo-mechanical loads inside the pebble beds include the following: volumetric heating,
heat sink and mechanical loads. One of the most important issues in the design and analysis of
HCPB blankets is that the eﬀective thermal conductivity of pebble beds is changed according to
compressive stresses, which are introduced by the thermal expansion of pebbles during operation.
When the thermal conductivity of packed beds varies, it aﬀects in turn the stress distribution
by changing the temperature distribution. The temperature ﬁeld is important not only because
of the induced thermal stresses and creep deformations inside pebble beds, but also because of
the functionality of those materials, such as tritium invention and release rates. On the other
hand, thermal stresses could increase the crush probability of single pebbles, as a result of inter-
particle contact forces. Therefore, it is necessary to perform stress analysis and thermal analysis
simultaneously, with a material model describing the coupled properties.
Another important type of loading on pebble beds is the neutron irradiation, although the
experimental data on this eﬀect are far from suﬃciently up to date. The high level of neutron
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irradiation can result in not only instantaneous volumetric heating of the pebble beds, but
also in the swelling and degradation of each single pebble. The induced volumetric heating
can be estimated by means of neutronics (Fischer et al., 2007). The irradiation eﬀects on the
mechanical behaviour can be taken into account based on the post-irradiation examination of
pebble beds, such as uniaxial compression tests (UCT, or oedometric compression) on irradiated
pebble beds. To adjust the material model according to both the type and conditions of pebble
beds, an identiﬁcation method of material parameters is needed.
For thermo-mechanical modelling of pebble beds, there are several recent approaches under
development. The strategies of modelling pebble beds include: (i) modelling individual interac-
tions between pebbles and (ii) phenomenological modelling. With the ﬁrst type of modelling, by
means of the so-called discrete element method, the contact interactions and rearrangements of
particles are analyzed in view of the constitutive modelling of pebble beds. With this approach,
the situation of individual particles can be explained through an understanding of the links
between macroscopic and microscopic variables. For instance, the macroscopic plastic strain, as
one of the phenomenological quantities, can be accounted for by both plastic deformation and
rearrangement of particles. Moreover, contact forces are important to characterize the crush
probability of single pebbles, which can be obtained explicitly by a discrete element simulation.
The second type of modelling, considering materials composed of particles as continuous media,
is the thermo-mechanical modelling in the framework of continuum mechanics. For engineering
applications, such as design and structural characterization, numerical studies with the help
of the ﬁnite element method are desired. Therefore, a constitutive model using continuum
mechanics and its implementation into ﬁnite element codes are essential. Due to the fact that
the characteristics of pebble beds are sensitive to diﬀerent factors, such as properties of bulk
materials of pebbles, initial conﬁgurations and, in addition, levels of neutron irradiation, it is
important to identify the material parameters from limited types of experiments. In addition to
the bulk region of the pebble beds, the interface between pebbles and container wall is important
due to the fact that the near-wall region reduces the thermal conductance by not only introducing
interfacial thermal contact resistance but also by changing the packing of pebbles.
1.3 Overview of chapters
In the present work, after reviewing related work in Chapter 2, we start with micro-mechanics
of pebbles. With the help of the discrete element method, the interactions between individual
pebbles are studied. For discrete element calculations, a method to obtain reasonable initial
packing is essential. An important ﬁrst step towards the simulation of assemblies of pebbles,
under periodic boundary conditions, is presented and discussed in Chapter 3. To represent the
thermo-mechanical behaviour of pebble beds on the engineering scale, a phenomenological model
is introduced in Chapter 4, including nonlinear elasticity, plasticity and creep. Moreover, the
eﬀective thermal conductivity, depending on both inelastic volumetric strain and temperature, is
employed in the material model in order to be able to perform fully coupled thermo-mechanical
analyses. In Chapter 5, to determine the material parameters in the present phenomenological
model from available experimental data, an identiﬁcation method is proposed. With this method
the phenomenological model is validated for diﬀerent types of pebble beds. In Chapter 6, a user-
deﬁned material routine is introduced to implement a general phenomenological model into ﬁnite
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element codes, including elasto-plasticity and thermo-mechanical behaviour. In addition to the
bulk region of pebble beds, the interfacial region between the structural container material and
pebbles is modelled in Chapter 7, with emphasis on interfacial heat transfer. In Chapter 8,
a fully coupled analysis of a benchmark exercise is performed as an application of the present




In this chapter, related work on the thermo-mechanics of pebble beds is reviewed. A pebble bed
is a collection of a large number of discrete particles, on which the phenomenological behaviour
of the material depends strongly. Therefore, characterizations of both single pebbles and pebble
beds are mentioned in the ﬁrst section. Then the existing thermo-mechanical modelling eﬀorts
are discussed, including discrete element and continuum mechanics approaches. In the third
section, mock-up experiments of pebble beds and benchmark activities of material models are
introduced. Finally, the objectives of this work are presented brieﬂy.
2.1 Characterizations
As a granular material, the overall properties of pebble beds depend not only on the bulk
material, but also on the topology of pebbles in the packed state. Here we focus on the charac-
terizations of mechanical and thermal behaviour.
2.1.1 Single pebbles
The characterizations of single pebbles include: properties of the bulk material, microstructure,
pebble size distribution, density and porosity, compressive crush load test, and chemical and
phase analyses (Reimann et al., 2006a).
Mechanical properties and thermal conductivity of bulk ceramic breeder and neutron multiplier
materials have been studied, e.g., Dienst and Zimmermann (1988) and Zimmermann (1989). The
crush load of single pebbles is one important issue for ceramic breeder pebbles (Piazza et al.,
2001b; Tsuchiya et al., 2006). The average crush load of dried Li4SiO4 pebbles with diameter
of 0.5 mm is about 7-8 N with 20% scattering. The scattering of data is mainly caused by
randomly distributed voids and micro-cracks during rapid cooling in the course of the melting-
spray method (Knitter et al., 2007). Experimental investigation shows that thermal shock is
not an issue for blanket relevant temperature gradients in the range of 5oC/s (Reimann et al.,
2005a). For these properties, the database has been well established for un-irradiated materials.
On the contrary, limited post-irradiation examinations of pebbles have been performed recently
by Scaﬃdi-Argentina et al. (2000) and Piazza et al. (2004).
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2.1.2 Pebble beds
To characterize the mechanical response of pebble beds to the external excitation, uniaxial
compression tests (UCT, or oedometric compression) have been carried out using diﬀerent types
of pebbles at diﬀerent bed temperatures (Reimann et al., 2000a). The empirical stress-strain
curves are given based on experimental data. Nonlinear elasticity, overall plastic deformation
and hardening are typical observations in experiments. Some biaxial experiments are available
in literature (Hermsmeyer and Reimann, 2002), which provide additional information, such as
inner friction angle of the beds. This type of experiments, and even more tri-axial experiments,
are elaborate to be performed, especially on a large scale to minimize wall eﬀects. To obtain the
time-dependent behaviour of pebble beds, creep experiments have been conducted at diﬀerent
temperatures and compressive stresses. For beryllium pebble beds, Reimann and Harsch (2004)
have investigated the creep properties of a bed with an average temperature ranging from 450 to
650 oC and compressive stresses up to 3.6 MPa. The correlations for creep properties of lithium
orthosilicate and lithium metatitanate are obtained by Reimann and Worner (2001) and Piazza
et al. (2002).
One of the most important phenomena of compressed pebble beds is that the eﬀective thermal
conductivity depends on not only the average bed temperature but also on mechanical quantities,
such as inelastic strains. The eﬀective thermal conductivity of beryllium pebble beds has been
measured under diﬀerent compressive stresses and temperatures (Reimann et al., 2000b; Abou-
Sena et al., 2003; Piazza et al., 2003; Reimann et al., 2005b, 2006b), and the correlation has been
given as a function of both average bed temperature and volumetric compressive strain. Abou-
Sena et al. (2005) have reviewed the existing data of eﬀective thermal conductivity for diﬀerent
types of ceramic breeder pebble beds. For ceramic breeder pebble beds, the strain dependence
of the eﬀective thermal conductivity is rather modest, compared to the one of beryllium pebble
beds (Piazza et al., 2001a; Reimann and Hermsmeyer, 2002; Abou-Sena et al., 2003). This can be
explained through an understanding of diﬀerent mechanisms of heat transfer inside a packed bed
(Chan and Tien, 1973; Batchelor and O'Brien, 1977; Hsu et al., 1994), such as the heat transfer
through the contact zone between two particles. Ceramic breeder pebbles have much lower
bulk thermal conductivity than beryllium pebbles, and hence ceramic breeder pebble beds are
less sensitive to the changing of the mechanical loading. Concerning this property, the coupled
thermo-mechanical analysis has to be taken into account to represent the thermal stresses and
temperature distribution of a pebble bed.
2.1.3 Interfacial region
In the interfacial region between the bulk pebble bed and container wall, additional heat transfer
resistance is introduced (Madhusudana, 1995). The interfacial heat transfer coeﬃcient (HTC) is
important for a coupled thermo-mechanical analysis of the typical HCPB-TBM structure, with
the aim of investigating the inﬂuence of pebble beds and predicting the temperature distribution.
Experimental investigations have been carried out for ceramic breeder (Dalle Donne and Sor-
don, 1990; Tehranian et al., 1994; Tehranian and Abdou, 1995) and beryllium pebble beds
(Dalle Donne et al., 2000; Abou-Sena et al., 2003). The additional temperature drop at the in-
terface is calculated by extrapolating the bed temperature at the interface. The data scattering
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of temperature measurements brings inaccuracy of the values of HTCs. Modelling the eﬀects in
this region can be traced back to the investigation of packed beds (Schlünder, 1982; Peterson
and Fletcher, 1988; Kikuchi, 2001). With diﬀerent assumptions, these models investigate the
eﬀects of the ﬁrst layer of pebbles next to the container wall. Reimann et al. (2005a) developed a
HTC model for pebble beds based on Schlünder's model, without taking into account the eﬀect
of mechanical pressure. Chan and Tien (1973) investigated the inﬂuence of diﬀerent packing
structures on the eﬀective thermal conductivity. It is well known that a container wall varies
the local packing structure of the pebble bed. Therefore, the near-wall topology will change the
eﬀective thermal conductivity, and consequently induce additional heat transfer resistance in the
near-wall region. Recently, with the help of microtomography, the topology of packed pebbles
has been investigated (Reimann et al., 2006c).
2.2 Modelling
Similar to sand and soil, pebble beds can be modelled by either a discrete element method or
a continuum approach. The aim of both approaches is to represent the constitutive behaviour
of the material in the framework of diﬀerent models. The agreement between prediction of
models and experimental results, such as the uniaxial compression test, is the key to show the
applicability of material models.
Besides the similarities to the plastic behaviour of metals, namely, nearly rate independent plastic
deformation and yield stress, granular materials have relatively strong dependence on pressure
and volume changes. Increasing the hydrostatic pressure on a granular material can introduce
further irreversible deformation which can be accompanied by a reduction in volume. The
changes in volume can either harden or soften the material assemblies. Another common feature
of granular materials is the dilatancy under shear stresses. When sheared, the interlocking
particles in a compacted state move and produce a bulk expansion of the material. Appropriate
non-associated plastic ﬂow theories are hence needed to predict this behaviour. The overall
plastic deformation of pebble beds results from a combination of the plastic deformation of
individual pebbles and the irreversible rearrangement of pebbles.
Furthermore, other behaviour, like eﬀective thermal conductivity and thermal expansion, de-
pends sensitively on the packing and inter-particle force chains in the granular materials (Jaeger
et al., 1996). To describe these properties, both a micro-mechanical description and a phe-
nomenological model can be employed. The link between these micro- and macro-quantities can
be studied by concurrent multiscale modelling. However, as sequential multiscale modelling, a
micro-mechanics based phenomenological model for granular materials remains rare in literature.
2.2.1 Discrete element method
The discrete element method (DEM), or distinct element method, was ﬁrst introduced by Cun-
dall and Strack (1979) to study the mechanical response of assemblies consisting of discrete
particles. DEM has been employed in either dynamic or static analyses of granular media (Her-
rmann and Luding, 1998). Using this method, the deformation, as well as the internal force
distribution of the assembly can be obtained numerically (Thornton and Antony, 1998; Antony,
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2000; Redanz and Fleck, 2001; Martin et al., 2003; Martin, 2004; Gilabert et al., 2007). These
types of information are crucial to understand the mechanism of macroscopic behaviour of gran-
ular media, such as the yield surface (Redanz and Fleck, 2001) and the crush probability of
single particles inside an assembly (Marketos and Bolton, 2007).
Some early approaches have made some assumptions to simplify the problem under considera-
tion, such as using two-dimensional cases, or simulating limited number of particles contained
by rigid walls. However, these assumptions would not be valid if DEM is applied to pebble beds
in fusion blankets.
With the help of DEM, thermal creep of a ceramic breeder pebble bed has been investigated by
a 3D discrete numerical thermo-mechanics code (Lu et al., 2000; Ying et al., 2002). Recently,
the contact force distribution inside pebble beds has been investigated by An et al. (2007a,b).
For these existing studies, six rigid walls are applied as boundaries for the assembly. Initial
packing factors reached in these investigations are 60±0.5%. This range is below the reference
value. To provide a representative result, and to eliminate the eﬀect of a rigid wall at the
same time, a large number of particles should be considered. Periodic boundary conditions
are hence essential to perform the discrete element simulation (Gilabert et al., 2007). Other
researchers (Aquaro and Zaccari, 2005, 2006) simplify the particles in regular lattices as beam
elements, which represent the interaction forces between pebbles, and the overall response can be
obtained. By using regular lattices, analytical solutions can be obtained, and the initial packing
factor can be varied by using diﬀerent types of lattices. However, this approach eliminates the
inﬂuence of the rearrangement of particles, which is another important factor to understand the
overall plastic strains of the assembly.
Considering the microstructure of pebble beds, the deformation mechanism can be clearly re-
vealed by DEM approaches, including mechanical behaviour and thermal creep. The physical
meanings of some phenomenological material parameters, such as strain-dependent thermal con-
ductivity, can be explained through an investigation of assemblies consisting of particles. But
on the other hand, the problem remains that, for example, the complexity of the microstructure
and the plastic contact of pebbles are still idealized in this approach. Moreover, engineering
applications of DEM into large scale structures, such as a HCPB-TBM blanket, will not be
practical without the help of continuum mechanics.
2.2.2 Continuum mechanics
In the second type of modelling, pebble beds being composed of numerous discrete particles
are assumed to be continuous media. To take into account the typical material behaviour in
engineering analyses, a corresponding phenomenological constitutive model can be exploited in
the framework of the ﬁnite element method. By investigating granular materials, many diﬀerent
models have been developed in soil mechanics, such as Mohr-Coulomb theory, the Drucker-
Prager-Cap model (Drucker and Prager, 1953) and Cam-Clay model (Roscoe and Burland,
1968). They are typically pressure-dependent plasticity models, with non-associated plastic ﬂow
rules (Khan and Huang, 1995; Vardoulakis and Sulem, 1995; Collins and Houlsby, 1997). It
should be noted that whether it is appropriate to use a continuum approach depends on the
ratio of the size of the microstructure, i.e. an individual particle, compared to the dimension of
the component under investigation.
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In the activities of Forschungszentrum Karlsruhe (FZK), the modiﬁed Drucker-Prager-Cap
model, which is one of the most frequently used models in soil mechanics, has been applied
as the constitutive model for pebble beds (Bühler, 2002; Reimann et al., 2002; Hofer and Kam-
lah, 2005). The predictions of the model generally agree with the experiments, if the material
parameters are chosen properly. However, in some speciﬁc cases, unrealistic plastic softening
behaviour of the Drucker-Prager-Cap model during unloading is observed. Vella et al. (2001)
and Di Maio et al. (2002) have used both the Drucker-Prager-Cap model and the Gurson model
for porous materials (Gurson, 1977) as plasticity laws, combined with a so-called hyperporous
elasticity law to analyze benchmark experiments. Motivated by experimental results and by the
empirical loading and unloading curves by Reimann, Fokkens (2003) has applied two diﬀerent
elasticity laws for the loading and unloading branches. This model has been implemented in
the ﬁnite element code, MSC.MARC, and is used to analyze the thermo-mechanical behaviour
of the pebble bed assembly (PBA) during pre-compaction and start-up procedures (see Section
2.3).
To implement a general material model, interfaces for user-deﬁned material routines are usually
provided by ﬁnite element codes, e.g., ABAQUS (2004a). Return mapping algorithms are used
as integration schemes for constitutive equations of elasto-plasticity with non-associated plastic
ﬂow rules (Ortiz and Popov, 1985; Ortiz and Simo, 1986; Ortiz and Martin, 1989; Keavey, 2002;
Ahadi and Krenk, 2003). With this approach, newly developed material models can be used
to analyze the thermo-mechanical behaviour of pebble beds. Moreover, achievements in DEM,
such as a micro-mechanics based constitutive law, can be utilized by the ﬁnite element method.
2.3 Mock-up experiments and benchmark
To investigate the thermo-mechanical properties of pebble beds under fusion relevant conditions,
in-pile (van der Laan et al., 2000a, 2002; Piazza et al., 2004) and out-of-pile mock-up experiments
(Dell'Orco et al., 2004; Ying et al., 2007) are carried out in EU associations.
For in-pile experiments, the pebble bed assembly (PBA) and EXOTIC experimental series are
two typical examples in NRG Petten. Due to limitations of the space in high ﬂux ﬁssion reactors,
comparably small capsules are used. In such cases, the ratio of the diameter of pebbles to the
dimension of capsules is too large to represent the overall behaviour of pebble beds. As out-of-pile
mock-up experiments, HELICA and HEXCALIBER have been launched in ENEA Brasimone
(Dell'Orco et al., 2006; Tincani et al., 2006). For those experiments, the pebble layers are heated
by electric heaters, and temperature and displacement have been measured.
Using diﬀerent types of phenomenological models, the overall behaviour of the lithium orthosil-
icate cassette (HELICA) and the interactions of ceramic breeder and beryllium pebble beds
(HEXCALIBER) can be studied numerically. The predictions can be compared with the mea-
surements from the mentioned out-of-pile experiments, to check validity of material models
proposed by diﬀerent EU associations. Proper phenomenological models will be used as one
type of the predictive tools for the design and diagnostics of HCPB-TBM blankets under ITER
or DEMO relevant conditions.
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2.4 Objectives of this work
The main objective of this work is to develop a reliable and eﬀective thermo-mechanical model
for simulating pebble beds under fusion relevant conditions. To achieve this goal in this thesis,
we ﬁrst study the mechanisms of the deformation and stress state inside a pebble bed. The
rearrangement of particles and the interaction forces, obtained numerically in a discrete element
simulation, are two key issues to understand the overall mechanical responses of pebble beds.
A ﬁnite element based simulation is best suited for engineering applications. A phenomeno-
logical model, based on the modiﬁed Drucker-Prager-Cap model, is proposed to satisfy the
requirements for simulations. Unique identiﬁcation of material parameters from available ex-
perimental results is another important issue, to avoid ambiguity and unnecessary eﬀorts using
trial-and-error methods. Moreover, to provide the possibility to implement new phenomenolog-
ical models for pebble beds in the future, for example, a micro-mechanics based model using
DEM, a user-deﬁned material routine is introduced with emphasis on fusion relevant thermo-
mechanical modelling. Furthermore, the material model is used to compare the predictions to




The discrete element method (DEM), or distinct element method, is a numerical method to
simulate the mechanical response of a system composed of discrete particles (Cundall and Strack,
1979; Cundall, 1988), and it is suitable to study granular materials as the pebble beds considered
in this work. In this chapter, ﬁrst, the basic theory of the discrete element method will be brieﬂy
introduced. A stress average method is presented here to link the interactions between individual
particles to the macroscopic stress state of the assembly. Some discussion concerning solution
techniques will be made. In the application to the pebble bed system, an algorithm of random
close packing is used to prepare initial conﬁgurations of pebbles in a reasonable range of packing
factors. Finally, discrete element simulations are made to represent the uniaxial compression
test of pebble beds.
3.1 Theory
The discrete element method is applied to simulate the assembly of particles, in which it allows
ﬁnite displacement and rotation of discrete bodies, including complete detachment. DEM is
developed based on the idea that discrete particles could be displaced independently from one
another and interact with each other only at contact points. Contact laws are applied to describe
inter-particle forces, i.e. normal and friction forces. New contacts can be automatically detected.
The interaction in the assembly is monitored contact by contact, and the motion of particles
is modelled particle by particle. Here, we ﬁrst discuss the energy description of the assembly,
interaction laws and equations of motion.
3.1.1 Energy in the assembly
The microscopic state of a system may be speciﬁed in terms of the positions and momenta of an
assembly of particles. In the classical description, we may write the Hamiltonian H of a system
of N particles as a sum of kinetic and potential energy functions of the set of coordinates q(i)
and momenta p(i) of each particle i (Allen and Tildesley, 1987). Adopting a condensed notation
q = (q(1),q(2), . . . ,q(N))




H(q,p) = K(p) + V(q) . (3.2)
The kinetic energy K(p) and the potential energy V(q) are discussed in the following.
The kinetic energy K
The kinetic energy depends on the momenta pα and angular momenta pβ of the particles inside
the assembly. In classical mechanics, momentum is the product of the mass m and velocity x˙
of an object. For an object with a ﬁxed mass that is rotating about a ﬁxed symmetry axis, the
angular momentum is expressed as the product of the moment of inertia I of the object and its
angular velocity vector ω.
Therefore, it is convenient to split the total kinetic energy of one body into the sum of its center-
of-mass translational kinetic energy and the energy of rotation around the center-of-mass. The
















In a quasi-static system, the kinetic energy is ignorable, but this quantity can be used for a
convergence check in the calculation, i.e. whether the quasi-static state has been reached. The
value mainly reﬂects the proximity to equilibrium of the system. Granular materials dissipate
energy quickly (Richard et al., 2005), thus damping mechanisms are needed in discrete element
simulation to represent this process.
The potential energy V
The potential energy contains the interesting information regarding inter-particle interactions,







The superscript J indicates the particle in contact with the I-th particle and φ(I,J) is the
potential of the interaction between the I-th and J-th particles. If only the normal contact






N dδ . (3.5)
Here, δ = |x(I) − x(J)| − (R(I) + R(J)) denotes the overlapping of two contacting spherical
particles, and R(I) is the radius of the I-th particle. f (I,J)N is the normal contact force between
the I-th and J-th particles. The exact expression depends on the contact law applied in the
calculation.
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3.1.2 Kinematics of contacting points
In order to obtain not only the relative normal velocities but also the direction of the friction
force between two contacting particles, the kinematics of the contacting points is described here.
Two contacting particles are schematically shown in Figure 3.1. The contact normal n between
the contacting particles, namely, the I-th and J-th particles, is given by
n =
x(J) − x(I)∣∣x(J) − x(I)∣∣ . (3.6)
The velocity of the contact point is contributed to by both the translation and rotation of the
particle. For particle I, the velocity x˙R of contact point A, due to the rotation velocity ω, can
be expressed as
x˙R = ω ×R
x˙Ri = ijk ωj nkR ,
(3.7)
where ijk is the permutation tensor as
ijk =

1 : if ijk is an even permutation of (1 2 3)
−1 : if ijk is an odd permutation of (1 2 3)
0 : otherwise.
(3.8)
Therefore, for two contacting particles, the relative velocity ∆x˙(I,J), considering combined trans-



















Using the above expression of the contact normal n and the relative velocity ∆x˙(I,J), the friction
force can be deﬁned by the tangential component of ∆x˙(I,J). The normal and tangential (or




∆x˙T = ∆x˙(I,J) −∆x˙N .
(3.10)
With these relations, the rate-dependent interaction and the friction force can be implemented
in the DEM code.
3.1.3 Tangential interactions
Usually, the friction force has a direction opposite to the sliding velocity ∆x˙T . The magnitude
can be deﬁned by diﬀerent assumptions. For instance, the friction force applied to the I-th
particle can be written as (Bicanic, 2004)






N , ks |∆x˙T | ·∆t
)
. (3.11)
Here, µ is the friction coeﬃcient of the contacting surfaces, ks represents the coeﬃcient in the
case of small tangential displacement (proportional to the sliding velocity). The second part
gives a smooth transition at the region of low relative tangential velocity |∆x˙T |.
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Figure 3.1: (a) Kinematics of two contacting particles; (b) decomposition of the relative velocity
in the contact region A.
3.1.4 Normal interaction
In this investigation, we consider only the elasticity of the bulk material, and the particles are
assumed to be spherical-shaped. Thus, the classical Hertzian solution (Johnson, 1985) can be
employed depending on the elastic properties of the contacting particles, i.e. I-th and J-th in
the assembly, by





R∗δ3/2 · n . (3.12)














For inelastic contact laws, there are diﬀerent approaches in literature. Concerning the visco-
plasticity properties of the bulk material, Storakers et al. (1999) have provided a solution using
the total strain, which can be easily implemented in the present framework of the discrete element
method. In order to take into account the elastic unloading path, Mesarovic and Johnson (2000)
have investigated adhesive contact between elasto-plastic spheres, including the simplest case of
the solution of the perfect elasto-plastic contact. Kruggel-Emden et al. (2007) have reviewed
the existing inter-particle contact laws used in discrete element methods.
3.1.5 Equations of motion and their solution










Here, F(I,J) and Γ(I,J) denote the inter-particle force and moment from the J-th particle on the
I-th one. The ﬁrst term, F(I,J), includes the contributions of normal force f (I,J)N and tangential
force f (I,J)T .
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The most widely used method for integrating the equations of motion is the algorithm initially
adopted by Verlet (1967). Swope et al. (1982) proposed a Verlet-equivalent algorithm, which
stores positions, velocities and accelerations all at the same time t. This "velocity Verlet"
algorithm takes the form













In this form, the method resembles a three-value predictor-corrector algorithm. This method
has the advantages of numerical stability, convenience and simplicity, which make it perhaps the
most attractive one up to date (Allen and Tildesley, 1987). The rotational degrees of freedom
can be treated in a similar way, by using general positions x˜, velocities v˜ and accelerations a˜
like in Eqn. (3.14).
Another important issue is the time step of each iteration for the explicit scheme. In this work,






where ft is less than unity to ensure stability of the calculation, m0 is the smallest particle mass
and K0 is the maximum contact stiﬀness, deﬁned by the contact law. We use ft = 0.4, and
thus a typical value of δt is around 10−7 s. The simulation for quasi-static deformation can be
carried out either using a global damping method (Cundall and Strack, 1979) or by scaling the
density of the particles by a factor of β with a typical value of β = 1012 (Thornton and Antony,
1998). The details will be discussed later in Section 3.3.
3.2 Micro-macro relations
The objective of this section is to determine the relation between the contact forces obtained in
the discrete element calculation and the macroscopic stress tensor. This relation is necessary to
link quantities from length scales of particle and bed, and, thus, helps to understand the physics
behind the macroscopic behaviour.
3.2.1 Volume average stress
In micro-mechanics, the unweighted volume average stress, taken over the volume V of the





σ dV . (3.16)
For integration over the surface S of volume V , we need to apply the Gauss divergence theorem.







between surface and volume integrals. Here, xk is the coordinate, and xk,i equals to the Kro-

















The ﬁrst term on the right hand side of the above equation is zero, due to the equilibrium
σij,i = 0 (3.19)
of stresses, if the body force is zero. On the surface S of volume V , we have
σijni = F˜j on S . (3.20)



















In this way, the macroscopic average stress σij has been related to the external forces F˜j dis-
tributing on the surface S of the considered body.
3.2.2 Average stress in the discrete element method
A pair of contacting spherical particles, namely, the I-th and J-th particles, subject to discrete
element analysis is illustrated in Figure 3.2. To describe the coordinate of the contact point,
it can be either denoted as x(I) in the local coordinate with respect to the origin O(I), or as x
in the global coordinate system with the origin O. In the following, these two approaches are










Here, x(J)i denotes the position of the contact point with particle J .
Local coordinates
It is convenient to place the origin O
(I)
of the I-th particle coordinate system in the center of











j = −F (J,I)j
x
(I,J)
i − x(J,I)i = δ(I,J)ni
(3.23)
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Figure 3.2: Two contacting particles.
are valid. Here, f (I,J)N and f
(I,J)
T are the magnitudes of the normal and tangential forces applied
from particle J on I, δ(I,J) denotes the distance between the centers of particles, and the unit
vectors n and t are the normal and tangential unit vectors, respectively. The coordinate x(I,J)i
describes the position of the J-th contact point in the local coordinate on particle I. The signs
of the forces are deﬁned by the vectors, i.e. a compressive force is negative. Since there is no
stress present in the matrix (void), the integral of the assembly volume V can be obtained by
summing each particle's volume V (I) (1 ≤ I ≤ N) in the assembly. Eqn. (3.21) can be written



























































This equation is consistent with the derivation by Christoﬀersen et al. (1981), and it has been
implemented in DEM calculation in literature (e.g., Thornton and Antony, 1998; Martin et al.,
2003; Martin, 2004; Gilabert et al., 2007, etc.).
Global coordinates
For the global coordinate system, a simulation box has been sketched in Figure 3.3. The contact
forces in Eqn. (3.21), of two contacting particles inside the simulation box, are opposite while
the position x-s are identical. Therefore, the summation over all interactions between particles
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inside the simulation box is zero. Only the terms stemming from contacts across the boundaries
are non-zero. Considering two types of boundary conditions, we have:






















In the ﬁrst case, the interaction F(I,BC) denotes the interactions between the I-th particle and
objects outside the box (e.g., the wall condition). In the second case of periodic boundary
conditions, two contacts exist on the corresponding boundaries of the box, as shown in Figure
3.3. The J-th particle has been shifted by the vector L˜(J), in order to satisfy the periodic
boundary conditions, and as a result, it contacts with I-th particle inside the box. By summing
up the corresponding interactions, the second expression can be obtained.
Figure 3.3: Average stress using the global coordinate.
Discussion on the averaging methods
Being independent of observers, the stress tensors obtained from both coordinates systems have
to be identical. This can be proven from the DEM calculation, by implementing both methods
and comparing to each other. There are some diﬀerences between these two methods:
 The ﬁrst method, using the local coordinate, can be employed to calculate the local stresses
inside the simulation box, for instance, the stress state of a small assembly of particles.
 The latter method, using global coordinates, can be also applied for systems of non-
spherical particles. In this case, the ﬁrst method is no longer valid, since Eqn. (3.23) is
not fulﬁlled.
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 The latter method is more cost-eﬃcient for larger system, since only the summation over
particles on the boundaries is taken into consideration. The diﬀerence is ignorable in the
calculation of systems of a limited number of particles.
 Both methods are obtained for the assumption of zero body force, as well as the term of
the acceleration ρx¨. Therefore, during the DEM calculation, an additional criterion has
to be adopted to ensure a quasi-static state, and to obtain the exact macro-stresses from





is smaller than a certain value. Here, the subscripts (ext) and (int) indicate the global and
local methods, respectively, and ς is a tolerance.
 If only normal contact is considered, Eqn. (3.25) ensures the symmetry of the stress ten-
sor. On the contrary, Eqn. (3.27) would provide a slightly asymmetric tensor during the
calculation. In strain-controlled tri-axial compression, the shear stresses are not exactly
zero, but a few magnitudes smaller than the normal stresses. This is caused by a slightly
anisotropic packing state, which will be ignorable by using systems of a larger number of
particles.
3.3 Solution techniques
In this section, we discuss some techniques used in the current discrete element study. Periodic
boundary conditions (PBCs) for the simulation box, as well as the strain- and stress-controlled
mechanical loading, has been implemented. The convergence condition and the damping meth-
ods to accelerate the convergence rate are also discussed.
3.3.1 Periodic boundary conditions
The initial periodic conﬁguration is formed by shifting the particles in the objective zone, a
representative volume element (RVE), by a vector L(n) to the (n)-th periodic zone, where n =
1...26 in three dimensional cases. After an inﬁnitesimal deformation, the RVE has an overall
strain tensor ε, and the change of L(n) can be represented by the strain tensor. Here, the vector
L(n) changes to vector L˜(n) with respect to the micropolar strain tensor  and microrotation
tensor φ as
L˜(n) = (I+ − φ)T · L(n)
or L˜(n)j = (δij + ij − φij)L(n)i .
(3.28)
Here, I is the second order identity matrix and δij is the Kronecker delta. The deﬁnitions of
the micropolar strain tensor  and microrotation tensor φ are referred to Eringen (1968), and
can be related to the overall strain tensor ε without much eﬀort. The micropolar strain tensor
 and Eulerian strain tensor ε are deﬁned as
ij ≡ φij + uj,i ,
εij ≡ 12(ui,j + uj,i) .
(3.29)
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Here, ui is the displacement vector. The micropolar strain tensor  is a nonsymmetric tensor due
to the presence of microrotation tensor φ. In this work, the microrotations (φij) and rigid body
rotations (12ijkuk,j) are constrained and hence equal to zero with respect to time. Therefore,
Eqn. (3.28) can be reduced to L˜(n)j = (δij + εij)L
(n)
i . Figure 3.4 shows the vector L˜
(n) varies
with respect to the strain tensor ε, where (a) is the initial conﬁguration and (b) indicates an
inﬁnitesimally deformed shape.
Figure 3.4: A schematic drawing of the vector L˜(n).
3.3.2 Ways of mechanical loading
Changing the strain tensor, strain control of the RVE can be realized by Eqn. (3.28). In order
to control the deformation of the periodic cell, an incremental strain tensor ∆εij is speciﬁed,
according to which the centers of all the particles in the assembly are initially moved by
∆xj = ∆εijxi , (3.30)
at the beginning of each loading step, as if they are points in a continuum. Then the calculations
to reach the equilibrium state are carried out iteratively. The applied deformations of particles
in the RVE result in stresses, which can be calculated by interaction forces, see Eqn. (3.25) or
Eqn. (3.27).
Moreover, to implement stress proportional loading, the stress can be controlled by a proportional-
integral-derivative (PID) controller (Ziegler and Nichols, 1993). The PID controller algorithm
involves three separate parameters: the proportional, integral and derivative values. The pro-
portional value determines the reaction to the current error e(t), the integral value determines
the reaction based on the sum of the recent errors and the derivative one determines the reaction
to the rate at which the error has been changing. The weighted sum of these three actions is used
to adjust the process via a control element. The manipulated variable (MV) can be expressed













where Kp is the proportional gain, and Ti and Td are the integral time and derivative time,
respectively.
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Assuming the materials being initially isotropic, the incremental form of Hook's law can be





(1 + ν) dσij − νδij dσkk
]
. (3.32)
If σ¯(n)ij is the desired value of stress and σ
(n)
ij is the calculated value, the strain tensor can be
updated by the current error dσ(n)ij = σ¯
(n)
ij −σ(n)ij of the stress tensor and the counterpart dσ(n−1)ij
















Here, the respective contributions of the PID parts are
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The value of E∗ and ν can be set rather arbitrarily, and they are not necessarily equal to the ones
of the assembly. If we only consider the integral part of the PID controller, as dε(n)ij = dε
I,(n)
ij ,









The general form in Eqn. (3.35) has been reduced to the servo-control of strain rate used in
literature (Thornton and Antony, 1998; Antony, 2000).
Since the particle assembly has a random structure (slight anisotropy), a small shear strain/stress
is present, if the principle stresses/strains are applied on the assembly. Two strategies can be
used to eliminate either shear stresses or shear strains: (1) let εij = 0 for i 6= j, and accept shear
stresses to be present; or (2) let σij = 0 for i 6= j, and accept shear strains to be present.
3.3.3 Convergence control
The most simple example for the determination whether a system reaches the equilibrium state
is a single spring-mass system. In terms of energy, all systems have two types of energy, potential
energy and kinetic energy. When a spring is stretched or compressed, it stores elastic potential
energy, which may then transfer into kinetic energy. If the system is a dissipative one (e.g., a
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spring-dashpot-mass system), the total energy will ﬁnally be transformed into heat. The steady-
state can be reached eventually (as t → ∞) by not only minimizing potential energy (minV)
but also removing all kinetic energy (K = 0).
In an assembly, the network of contacts can also be simpliﬁed into spring-dashpot-mass systems.
Thus, to achieve convergence in such a simple system, the criterion of unbalanced force is not
suﬃcient for equilibrium. Additionally, the criterion of the kinetic energy should be taken into
account. The principle stays unchanged for the whole assembly. The velocity (kinetic energy)
and acceleration, representing the unbalanced force, of particles should be checked at the same
time. The criteria can be expressed as
δf ≤ δf0, K¯ ≤ K0. (3.37)
Here, δf0 and K0 are two inputs for the convergence criteria, namely, maximum allowable
unbalanced force and maximum allowable average kinetic energy, respectively.
For force convergence (unit: N), we have
δf0 ≤ max(δfmin, α0 · fave) , (3.38)
where fave is the average contact force in the assembly, and the tolerance for the unbalanced
force δfmin and the ratio to the average contact force α0 are constants. The average kinematic













In this investigation, we assume that the equilibrium state of the assembly is not reached, until
Eqn. (3.37) is satisﬁed.
3.3.4 Damping method
In order to remove the kinetic energy and to achieve convergence inside the assembly, a dissipa-
tion mechanism should be introduced. This is divided into two parts: local damping and global
damping.
For the I-th and J-th particles in contact, if only the dependence on the relative normal velocity
x˙(I,J)N is taken into account, the local damping force is given by
f (I)d = −meffηdx˙(I,J)N . (3.40)
Here, meff = m(I)m(J)/(m(I) + m(J)) is the reduced mass. The local damping factor ηd can
be found for diﬀerent materials in Kruggel-Emden et al. (2007). The local damping forces will
vanish when relative velocities x˙(I,J)N are approaching zero.
In addition to local damping, a global damping mechanism is introduced to speed up convergence.
For the I-th particle, the global damping force is




Here, ηD is the global damping factor. Similar to the local damping mechanism, global damping
forces will vanish when velocities x˙(I) and ω(I) are approaching zero. For a quasi-static analysis,
global damping can be used to absorb the kinetic energy, and hasten to reach the equilibrium
for the assembly.
3.4 Initial packing
From a microscopic point of view, the conﬁguration of particles inside an assembly plays a major
role in their overall constitutive behaviour, and diﬀerent packing factors introduce a diﬀerent
mechanical response to the external excitation. This parameter is important in fusion blankets,
due to the fact that the pebble beds expand during the increase of temperature, and hence the
induced stresses aﬀect the coupled thermo-mechanical properties. It is obvious that the thermal
stresses will vary according to initial packing factor at the same temperature level. On the
contrary, a low packing factor will provide a low eﬀective thermal conductivity for the assembly,
which might be insuﬃcient to conduct the heat generated in the pebble bed.
For pebble beds in fusion blankets, the packing factor is in the range of 63%-64% (Reimann
et al., 2005a). In this section, we focus on the algorithm for initial packing, since it is crucial to
prepare an initial state of the assembly with both reasonable packing factor and topology before
the discrete element simulation itself.
The ordered close packing of hard mono-sized spheres has a maximum packing factor of η =
pi/(18)1/2 ∼= 0.7405, when the spheres are packed in either the face-centered cubic (FCC) or
the hexagonal close-packed (HCP) structure. On the other hand, the packing factor η for
experimental packing of mono-sized spheres varies with the method of packing. Berryman
(1983) noted that the experimentally obtainable values of random close packing are in the range
of 0.64 ± 0.02. The computer simulation of random close packing has been studied by various
researches (Berryman, 1983; Jodrey and Tory, 1985; Zinchenko, 1994; Torquato et al., 2000;
Wouterse and Philipse, 2006). Several algorithms have been proposed to get more realistic initial
conﬁgurations, among which the one suggested by Jodrey and Tory (1985) has the advantage
to control the ﬁnal packing factor by a parameter, called the contraction rate κ. In this section,
this algorithm will be introduced and then extended to polydisperse spherical packing.
3.4.1 Random close packing algorithm
Jodrey and Tory (1985) have proposed an algorithm to obtain random close packing of equal-
sized spheres by both removing the overlaps and reducing the radius of particles iteratively.
First, N spherical particles are generated randomly into a L × L × L cube. Initially, the so-
called outer radius (rout) of an assembly of N equal-sized particles is set to make the packing
factor equal to 1.0. Meanwhile, a so-called inner radius (rin) is set to be half of the distance
between the two closest particles' centers. That means if all particles had a radius of rin, there
would be no overlap between particles inside the whole assembly. The deﬁnitions of the outer
and inner radii are schematically shown in Figure 3.5 for the simplest case of two overlapping
particles. Each iteration has two functions: ﬁrst, the worst overlap is removed by moving the
two particles away from each other by an equal distance of rout − rin, along the line connecting
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the two centers; second, the outer radius is contracted according to













j = d− log10∆η(i)c .
Here, i denotes the number of iterations, N is the number of particles (e.g., N = 5000 in this
investigation), ∆η is the diﬀerence between the packing factors calculated by the outer and
inner radii (rout and rin), namely, the nominal packing factor ηnomi and the true packing factor
ηtrue, respectively. The operator d•c is the greatest integer function. The parameter κ, which
is independent of the size and number of the spheres, characterizes the contraction rate of the
assembly.
Figure 3.5: The deﬁnition of rout and rin in a two-particle system.
The ﬁnal conﬁguration is reached, if the condition rout ≤ rin is satisﬁed. In a N -particle
assembly, the parameter κ is the only one to control the contraction rate, and hence diﬀerent
packing factors can be reached by changing κ. In the work of Jodrey and Tory (1985), they
established a relation between the obtaining packing factor and the contraction rate κ, for
assemblies composed of 1000 equal-sized spherical particles with PBCs, despite their diﬀerent
initial conﬁgurations generated randomly. Figure 3.6 shown a typical evolution of ηnomi and ηtrue
over the iterations. The assembly contains 5000 equal sized spherical particles and κ = 2×10−5.
The nominal density decreases from its initial value of 1.0 to its ﬁnal value of 0.6436, while the
true density, calculated by the inner radius, increases.
This algorithm was originally based on the idea of concurrently removing the worst overlap and
reducing the outer radius, and it can be extended easily to solve the initial packing problem of
polydisperse (multi-sized) particles. To make use of this algorithm in an assembly of polydisperse
particles, the outer radius rout and inner radius rin should be redeﬁned. These radii depend on
the size distribution of particles in the assembly. Based on these radii, the method can be
speciﬁed. Contrary to the mono-sized packing as discussed above, the outer radius and inner
radius of each particle may not be identical to the ones of other particles for polydisperse packing.
It is assumed that the distribution of the radii obeys some function f(I) where 1 ≤ I ≤ N (e.g.,
f(I) ≡ 1 for mono-sized particles). In an assembly of diﬀerent sized particles, the radius of each
individual particle (e.g., the I-th particle) in the current step, called the outer radius r(I)out, can
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out = f(I) · r˜out . (3.43)
Here, r˜out is an outer scaling radius of the assembly. According to r˜out, a nominal packing factor








The value of r˜out is initially set to yield the nominal packing factor ηnomi = 100%, irrespective
of the existence of overlaps in the assembly.
For each particle, the corresponding inner radius is
r
(I)
in = f(I) · r˜in . (3.45)
The inner scaling radius r˜in is chosen in such way that there is no overlap in the assembly. If








The value of r˜in is determined by searching all overlaps in the target domain, as Eqn. (3.46).
This pair of these particles (for instance, the I-th and J-th particles) is deﬁned as the worst
overlap for polydisperse packing. This can be reduced to the equal-sized packing, if f(I) ≡ 1.
But with the size distribution f(I) 6= 1, the worst overlap might not equal to the absolute
minimum distance, due to the presence of diﬀerent-sized particles. Using the inner radius r˜in,














out − δ(I,J). To remove this overlap, several diﬀerent laws can be applied. The general





Here n can be set to 0, 1, 2 and 3, for equal/linear/square/cubic interpolation, respectively.
The equal interpolation means that there is no weight function applied to the movements of
the diﬀerent-sized particles; the cubic interpolation means that the weight function is verse
proportional to the mass of the spherical particles, if they have the same density of the bulk
material; n equaling to 1 or 2 is something in between. In this investigation, n = 1 is used for
the sake of simplicity.
According to r˜in and r˜out, the worst overlap is removed and the outer radii of particles, i.e.
r
(I)
out (I = 1, 2, ..., N), are contracted iteratively for polydisperse packing. For each iteration,
the nominal and true packing factors are calculated by Eqs. (3.44) and (3.47), and the inner
radius r˜in is calculated from the worst overlap by Eqn. (3.46). The worst overlap ∆ is removed,
the consequence of which is to increase the inner radius r˜in. And then the outer radius r˜out
of the particle assembly is reduced by Eqn. (3.42), while the distribution function f(I) keeps
unchanged. The iteration will stop and the assembly reaches the ﬁnial packing factor, if the
diﬀerence between r˜in and r˜out is smaller than the tolerance. The evolution of the nominal
packing factor ηnomi and the true packing factor ηtrue is similar to mono-sized packing, as
Figure 3.6.
For polydisperse packing, the radii distribution function f(I) can be varied by several parame-
ters. For instance, a uniform distribution, a normal distribution, etc. can be applied to describe
diﬀerent types of polydisperse packing. The simplest case in polydisperse packing will be the
packing of binary mixtures, next to the equal sized packing (Cumberland and Crawford, 1987).
The sizes of pebbles vary also in HCPB blankets. For the reference Li4SiO4 pebbles, the diameter
lies in the range of 0.25-0.63 mm (Loebbecke and Knitter, 2007).
3.4.2 Packing factors of mono-sized particles
Assemblies with 5000 equal-sized spherical particles have been generated by the random packing
algorithm with periodic boundary conditions. The contraction rate κ varies from 1 × 10−5 to
1 × 10−3. For each given contraction rate, a few samples have been generated independently.
Figure 3.7 shows that we can produce randomly packed assemblies for which 0.625 ≤ η ≤ 0.645.
The packing factor can be controlled roughly by the value of the given contraction rate κ. For
the same contraction rate, diﬀerences between samples are relatively small. The ﬁtting curve
for N = 1000 assemblies from Jodrey and Tory (1985), although they focused on the region of
the dense close packing, is plotted as dashed line for comparison.
3.4.3 Packing factors of binary mixtures
One way to increase the packing factor is to ﬁll the space with smaller spheres, i.e. to use a
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  Fit: N=1000 
Figure 3.7: Variation of packing factor η with the contraction rate κ, N = 5000. The dashed
line shows the ﬁt for assemblies with 1000 equal-sized particles (Jodrey and Tory, 1985).
ratio of large and small particles, rL/rS , and the volume fraction of each group of particles, φL
and φS , where φL + φS = 1.0. The relative size and the population of large particle can fully
describe the size distribution of the assembly. By varying these two parameters, the packing
factor will be changed, and it is interesting to ﬁnd out the maximum packing factor among
diﬀerent types of binary mixtures. However, large rL/rS may introduce size segregation under
vibration inside the assembly, and a critical value of rL/rS = 2.78 has been suggested (Duran
et al., 1993, 1994).
First the contraction rate is ﬁxed as κ = 1 × 10−4 in this investigation. The changing of the
packing factor depending on rL/rS and φL can be found in Figure 3.8. Sets of calculations with
diﬀerent size ratios (5/3, 3 and 7) are carried out, and for each data point, 5 samples are made for
statistical purposes. For larger size ratios, a higher packing factor η can be obtained for the same
volume fraction φL, while for the same size ratio, the maximum value is reached in the range
of volume fraction between 0.7 and 0.8. In literature, the theoretical value of φL = 0.735 for
the highest packing factor has been suggested (Cumberland and Crawford, 1987). Two obtained
assemblies are visualized in Figure 3.9: (a) rL/rS = 5/3 and φL = 0.7, with a packing factor of
η = 0.6606; (b) rL/rS = 3.0 and φL = 0.7, with η = 0.7123.
3.5 Simulation of uniaxial compression tests
In this section, simulations of uniaxial compression tests on assemblies of Li4SiO4 pebbles are
carried out using the discrete element method. In this work, we consider "soft" compaction,
meaning, compaction without sintering and crushing.
The loading conditions of the assembly are deﬁned by the macro-strain tensor: ε33 increases from
0 to 1.25% and the other components are zero. Periodic boundary conditions for the assembly
are implemented by Eqn. (3.28) with respect to the current conﬁguration, and the overall stress
tensor is calculated by Eqn. (3.25).
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Figure 3.8: Packing factors of binary mixtures.
Figure 3.9: Visualization of binary mixtures: (a) rL/rS = 5/3 and φL = 0.7; (b) rL/rS = 3.0
and φL = 0.7.
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3.5.1 Material parameters
Young's modulus for bulk Li4SiO4 has been measured by Dienst and Zimmermann (1988) and
Zimmermann (1989), and it depends on both porosity of the material and temperature. The
relation is expressed as follow
E = 110(1− p˜)3 × [1− 2.5× 10−4(T − 293)] (GPa) . (3.49)
Here, p˜ is the porosity of the bulk material and T is the temperature in Kelvin. For Li4SiO4
pebbles, p˜ = 5 ∼ 6% (Knitter and Alm, 2005; Knitter et al., 2007), and the temperature is
around 20 oC. Therefore, we set the material parameters as E = 90 GPa and ν = 0.24. Only
elastic contact is taken into account in this simulation, which seems to be justiﬁed, since the
bulk material is Li4SiO4 ceramic in this study, whose plastic deformation is negligible. The
normal interaction is described as Eqn. (3.12), and the elastic potential energy for each contact
is φ(I,J) = 815E
∗√R∗δ5/2. The density of the bulk material is 2260 kg/m3 (Loebbecke and
Knitter, 2007). For tangential interactions, the friction coeﬃcient is set to 0.1 due to lack of
experimental data. A low friction coeﬃcient increases potential particle movement and reduces
overall loads, and vice versa (Procopio and Zavaliangos, 2005).
The parameters for the convergence control introduced in Section 3.3 can be found in Table 3.1,
namely, the tolerance for unbalanced force δfmin and the ratio to the average contact force α0,
the maximum allowable average kinetic energy K0, the local damping factor ηd, and the global
damping factor ηD. The tolerance δfmin = 5 × 10−4N will introduce an error of a few kPa to
the stress tensor, while the damping factors result in dissipation forces with a magnitude of less
than 1 × 10−4N after convergence is reached. These settings are comparably strict, and thus
errors should be negligible.
Mono-sized pebbles are generated in the range of packing factors from 63.3% to 64.4%, and the
diameter of pebbles is set to 0.5 mm. The samples are divided into three groups of packing
factors: Low) 63.3-63.5 %, Medium) 63.7-63.9% and High) 64.0-64.4%, as listed in Table 3.2.
The number of particles in this simulation is 5000. Since periodic boundary conditions are
applied, the number of particles seems to be suﬃcient to give a representative result (Gusev,
1997, 2007).
Table 3.1: Parameters for the convergence control
δfmin α0 K0 ηd ηD
(N) (1) (J) (1/s) (1/s)
5× 10−4 5× 10−4 1× 10−12 5× 104 5× 104
Table 3.2: Packing factors of the samples
Number L: 63.3-63.5 % M: 63.7-63.9% H: 64.0-64.4%
1 0.63393841 0.63728178 0.64007780
2 0.63411831 0.63772953 0.64166147
3 0.63479272 0.63859036 0.64355432
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3.5.2 Stress-strain curves
The macro-strain ε33 = −1.25% is applied incrementally to the assemblies, and the stress σ33
is calculated by the interaction forces. After loading, the assemblies are unloaded by gradually
removing ε33 until the stress σ33 reaches zero. Figure 3.10 shows the stress-strain curves from
discrete element simulations of assemblies with (a) low, (b) medium and (c) high initial packing
factors, and a typical experimental curve (Reimann et al., 2005a) is plotted as the dashed line
for comparison.
The loose-packed assemblies deform signiﬁcantly up to ε33 = −0.4% for small compressive
stresses. Then stresses are gradually built up, see Figure 3.10-(a). This suggests that for a
loose-packed assembly applying small compressive stresses (i.e. a few kPa) can increase the
packing factor without introducing notable residual stresses inside the assembly. The response
of those assemblies is more compliant than the experimental curve. The consistency of the
unloading path of the experimental curve can be also found in the simulation, although shifts
about ∆ε33 = 0.5% are found in those assemblies. This indicates that the elastic constants,
e.g., Young's modulus, of the assembly depend on the stress state rather than on compressive
strains. Friction forces (Makse et al., 2000) and rolling resistance (Oda and Iwashita, 2000;
Gilabert et al., 2007) can form a jammed system and hence lead to a build-up of stresses inside
the assembly (Goldenberg and Goldhirsch, 2005; Richard et al., 2005). However, in this study
the friction coeﬃcient is set to a comparably low value of 0.1 and no rolling resistance has been
taken into account with the goal of making a ﬁrst step towards the simulation of pebble beds.
Assemblies with medium packing factors agree satisfactorily with the experimental curve, see
Figure 3.10-(b). The maximum compressive stresses reached at end of loading are comparable
to the experiment. The unloading path shows the similar trend parallel to the experiment,
and, furthermore, gives a macroscopic irreversible strain at the end of unloading, which can
be compared quantitatively to the experimental curve. The close-packed assemblies, in Figure
3.10-(c), show a much stiﬀer response than the experiment. Relatively small irreversible strains
can be found. Such assemblies can represent the behaviour of densiﬁed pebble beds after a few
cyclic compressive loadings. For the extreme case of η = 64.36%, the compressive stress reaches
almost 8 MPa at the end of loading.
In summary, the stress-strain curves of three groups diﬀer signiﬁcantly, suggesting that the
sensitivity to the packing factor is an important issue in pebble beds related problems. Overall
plastic strains are observed for the assemblies, despite the fact that only elastic interactions are
taken into account in this investigation. The macroscopic irreversibility found in the present
discrete element simulations has to be aﬃliated to rearrangement of elastic particles.
3.5.3 Visualization of the assembly
With the help of OpenGLr (Angel, 1996), a visualization software has been developed to visu-
alize outputs from the discrete element simulation.
Figure 3.11 shows the force chains and the elastic potential energy of an assembly at diﬀerent
loading levels. Three loading steps of the assembly M1 are chosen as shown in Figure 3.10-(b).
The magnitudes of the strain ε33 are 0.25%, 0.75% and 1.25%. The unit of normal contact forces
is N, and the unit of elastic potential energy is 10−6J. The potential energy depends on both
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Figure 3.10: Stress-strain curves of discrete element simulations of uniaxial compression tests,
assemblies with: (a) low; (b) medium ;(c) high packing factors.
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magnitude and number of contact forces. According to the positions of particles at diﬀerent
loading levels, rearrangements can be found.
Force chains are formed at the low strain level, and evolve during loading. Main force chains
are developing during loading and support the whole assembly. Non-uniform distributions of
both potential energy and inter-particle forces are observed. The force chains are important for
the understanding of the mechanism of heat transfer inside the assembly, especially for those
materials with high ratio of solid-to-gas thermal conductivities, such as beryllium pebbles. The
main force chains, carrying most of the external load, have less thermal resistance to the heat
ﬂux transferring through the assembly. Based on discrete element methods, it will be possible
to formulate an anisotropic thermal conductivity taking into account the loading histories.
3.5.4 Statistical analyses
In addition to the macroscopic quantities, such as stresses and strains, the interactions can be
obtained explicitly by the discrete element simulation. We focus on the probability distribution
of normal contact forces, as well as mean values of coordination number and contact forces in
dependence on the macroscopic stress state. Here, the coordination number is the total number
of contacting neighbours of a central particle.
Figure 3.12 shows probability distributions of the normalized normal forces f (I,J)/fave and nor-
malized maximum normal forces f (I)max/fave in two assemblies, namely M1 and H3. The average
normal force fave is the mean value of all normal interactions inside the assembly, and the max-
imum normal force f (I)max of each particle is deﬁned as the maximum absolute value among all
the normal forces applied on this particle.
For both types of probability distributions, similarities are found not only in diﬀerent loading
levels, namely, 0.25%, 0.75%, 1.00% and 1.25%, but also between the two chosen assemblies.
Despite the fact that at diﬀerent loading levels the average normal contact force and the co-
ordination number (C.N.) vary in a wide range, nearly congruent probability distributions can
be found. Figure 3.12-(a) and (c) show non-uniform distributions of the normalized normal
forces. A small fraction of the normal forces is in the high f (I,J)/fave ratio region. The peak of
the distribution is located in the region f (I,J)/fave < 1.0. In Figure 3.12-(b) and (d), however,
the peak of the probability distribution of the normalized maximum contact force is located at
f (I,J)/fave ≈ 1.5, suggesting that most of particles inside the assembly have a maximum contact
force larger than fave.
The change of the average coordination number, named as nC , of an assembly over the macro-
scopic hydrostatic pressure, p = −σii/3, is plotted in Figure 3.13. Assemblies with medium
and high packing factors are represented, and the ones with low packing factors are excluded
from the ﬁgure since their macroscopic stresses only vary in relatively small ranges. The average
coordination number varies between 5.8 and 6.7, for hydrostatic pressures from 0 to 8 MPa. It
rapidly increases with the increase of compressive stresses in the low stress region. New contacts
are formed as a result of the compressive stress state, which in turn increases the stiﬀness of the
assembly. Eventually the average coordination number becomes less sensitive to the increase of
hydrostatic pressure, suggesting a saturation value of nC . The distribution of the data points
34
Figure 3.11: Visualization of simulation results: left, inter-particle force chains; right, elastic
potential energy.
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(a) M1: P (f (I,J)/fave) (b) M1: P (f
(I)
max/fave)
























           (%)     <f> (N)    C.N.
  0.25    0.00489  5.9216
  0.75    0.16962  6.2852
  1.00    0.36565  6.3920
  1.25    0.65256  6.4944
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(c) H3: P (f (I,J)/fave) (d) H3: P (f
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Figure 3.12: Probability distributions of: (a), (c) the normalized normal contact forces and (b),
(d) normalized maximum normal contact forces of M1 and H3, respectively.
give the possibility to ﬁt those data with a simple function. Equation
nC = 5.80 + 0.490p0.288 (3.50)
gives the best ﬁt for data of diﬀerent cases between 0 and 8 MPa. This ﬁt curve is also plotted
in Figure 3.13 as a dashed line for comparison.
Figure 3.14 shows the changes of contact forces, namely, the average normal contact forces fave
and the maximum contact forces fmax in assemblies with medium and high packing factors, over











For the calculation of the hydrostatic pressure from Eqn. (3.25), nini = 1 and niti = 0. Neglect-
ing the changes of the distance between two contacting particles, we have














Here, the initial packing factor is chosen as η = 0.64 for all samples and the average coordination
number nC is calculated by Eqn. (3.50). Nemat-Nasser (2000) provided a similar relation for
2D cases, but here we show the dependency on not only the average normal contact force but
also the coordination number. In Figure 3.14-(a), the approximation curve is plotted and gives
a good representation of the data. Due to the occurrence of the radius, this relation can also
applied to diﬀerent systems with other values of particle radius.

































Figure 3.13: Average coordination number over macroscopic hydrostatic pressure.
(a) (b)
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Figure 3.14: Contact forces over hydrostatic pressure: (a) average normal forces; and (b) maxi-
mum normal forces.
Figure 3.14-(b) shows the maximum forces fmax inside the assemblies, with respect to hydrostatic
pressure. Usually, the maximum force is 5-6 times of the average normal force in an assembly.
Neglecting scatter in the data of the maximum force, the relation
fmax = (5.47± 0.474)fave (3.54)
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gives the best linear ﬁt for the maximum force as a function of the average force. This curve is
plotted in Figure 3.14-(b), agreeing well with the data from simulations. The maximum force
fmax is important for the crush probability of individual pebbles. Eqs. (3.53) and (3.54) make
it possible to estimate the maximum contact force based on the value of hydrostatic pressure.
For the crushing of single pebbles in a pebble bed, the following factors are essential: the contact
force distributions P (f) and P (fmax), the coordination number nC , the maximum contact force
fmax in the assembly, as well as the behaviour of single pebbles (Marketos and Bolton, 2007).
Except for the last factor, which needs systematical experimental study on the crush load of
single pebbles, the discrete element simulations presented here are capable to describe all those
issues mentioned above.
3.6 Summary
In this chapter, the discrete element method is used to analyze the mechanical response of
assemblies of pebbles. In addition to the basic theoretical background of DEM, the preparation
of initial conﬁgurations is studied numerically.
The simulation of uniaxial compression tests shows that the initial packing factor plays an im-
portant role in the mechanical response to the external excitation. A macroscopic irreversible
deformation of pebble beds has been observed for assemblies with only elastic particles, suggest-
ing that the rearrangement of particles is an important mechanism for macroscopic irreversibility.
For diﬀerent external loading levels and samples, the normalized force distributions are the same
in view of statistics. Furthermore, the average coordination number, as well as the average and
maximum normal contact forces are obtained as a function of the macroscopic hydrostatic pres-
sure. This discrete element investigation gives not only a basic understanding of the response




In the previous chapter, we have simulated pebble beds under uniaxial compression using the
discrete element method. In order to analyze typical HCPB-TBM structures, the ﬁnite element
method is most often required. To this end, a phenomenological model describing constitu-
tive behaviour of the material is essential. It is also possible to use a micro-mechanics based
constitutive model to characterize the overall phenomena of pebble beds. However, elaborate
discrete element simulations of proportional loading have to be carried out ﬁrst. This procedure
needs much computational eﬀort to take into account diﬀerent factors which inﬂuence the over-
all behaviour of pebble beds, such as more practical size distributions of pebbles, and realistic
interaction laws, etc. Therefore, constitutive models based on a micro-mechanical approach, as
sequential multi-scale modelling, remain scarce in literature. It is convenient to directly use some
common material models for granular materials, e.g., the Drucker-Prager-Cap model (Drucker
and Prager, 1953), to perform thermo-mechanical analyses of pebble beds under fusion-relevant
conditions (Bühler, 2002; Reimann et al., 2002; Hofer and Kamlah, 2005). The characteristics of
these phenomenological models include a pressure-dependent elasto-plasticity. Plastic ﬂow after
yielding is described by non-associated ﬂow rules (Collins and Houlsby, 1997).
In the HCPB concept, a pebble bed has typical dimension on the order of 10−1 m, but is com-
posed of nearly spherical particles with typical diameter of 10−3 m. Thus, a continuum mechanics
approach is appropriate for investigating thermo-mechanical responses of the materials to the
external excitation. The main experimental phenomena of pebble beds are non-linear elasticity,
pressure-dependent plasticity, volumetric creep and strain-dependent thermal conductivity. To
describe the overall thermo-mechanical behaviour of pebble beds, the present material model is
mainly based on the following:
 a non-linear elasticity law describes the observed stress-dependent elasticity;
 the modiﬁed Drucker-Prager-Cap model predicts the yielding and hardening behaviour;
 the time-dependent behaviour or the thermal creep is modelled by a so-called consolidation
(cap) creep mechanism;
 ﬁnally, the strain dependent-thermal conductivity and thermal expansion obtained in ex-
periments are also implemented.
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In this chapter, the present phenomenological model will be discussed in detail. The identiﬁca-
tion method for the material parameters will be introduced in Chapter 5, and the implementation
of the material model into a ﬁnite element code can be found in Chapter 6.
4.1 Nonlinear elasticity law
For stress states inside the yield surface, it is assumed that the material behaves elastically.
During unloading and reloading in experiments (oedometric or uniaxial compression tests), non-
linear and non-hysteretic behaviour has been observed. This nonlinear elasticity can be ex-
plained through the understanding of inter-particle contacts inside the assembly. According to
the Hertzian solution, the elastic contact force is nonlinear with respect to displacement, sug-
gesting that if the compressive stress increases, the overall stiﬀness of the assembly will increase
instead of staying constant. Another issue is the increase of the coordination number due to
attachment and detachment of particles. In Chapter 3, the change of the average coordination
number with respect to macroscopic stresses has been shown in the discrete element simula-
tion. This indicates that new contact pairs are formed when compressive stresses are increasing,
which makes the assembly more stiﬀ than in the original conﬁguration. Since in experiments,
the unloading paths are parallel at diﬀerent deformation levels, we consider the nonlinear elastic
properties to be a function of stresses rather than strains.
In order to take into account the stress dependence of elastic moduli, the complementary energy




εe : dσ . (4.1)













εkkδij + eij .
(4.3)
Here, sij and eij denote the deviatoric stress and strain tensors, respectively. For an isotropic
elastic body, the complementary energy density is a function of stress invariants, i.e. the hydro-













σkk = −σ1 + σ2 + σ33 .
(4.4)
According to the theory of isotropic elasticity, we have









Here, Ks and Gs are the secant elastic compression and shear moduli, respectively, depending
on the stress invariants. Usually, it is convenient to assume a constant Poisson's ratio, e.g.,
ν =const., and Young's modulus can be expressed as
Es = 2(1 + ν)Gs = 3(1− 2ν)Ks . (4.6)












d(−pδij + sij) . (4.7)
Due to relations








































The general non-trivial model corresponding to the assumption that Es is a function of σe reads
Es = E0 +Aeσne . (4.12)
Here, s and Ae are constants, and E0 indicates an initial value of Young's modulus. When
n = 1, the Young's modulus is a linear function of σe.
The work of Coube (1998) on powder die compaction has dealt with a material with a mi-
crostructure having similar characteristics as the pebble beds under consideration in this work.
Therefore, the nonlinear elasticity law proposed by Coube is adopted for the present material
model. This law possesses the structure of the classical Hooke's law, however, Young's modulus
depends on the current stress state via the von Mises stress q and the hydrostatic pressure p in
the form
E = E0 +Ae
[3
2





Note that this expression is equivalent to Eqn. (4.12). Figure 4.1 shows a contour plot of Young's
modulus, Eqn. (4.13), in stress space, where the parameters are set as ν = 0.25, n = 0.6.
4.2 Modiﬁed Drucker-Prager-Cap model
In the present model, the plasticity of pebble beds is described by the modiﬁed Drucker-Prager-
Cap model, which is a commonly used constitutive model in geomechanics (Drucker and Prager,
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Figure 4.1: Contour plot of Young's modulus in the q-p plane.
1953; Vardoulakis and Sulem, 1995). This model has been implemented in the commercial ﬁ-
nite element program, ABAQUS (ABAQUS, 2004a), representing yielding, hardening and time-
dependent mechanical behaviour. The yield surface consists of the shear failure surface Fs and
the cap surface Fc. Figure 4.2 gives a representation of the Drucker-Prager-Cap model in the
q-p plane. The shear failure surface Fs characterizes the pressure-dependent shear failure load-
ing. This describes a basic feature of granular materials: as the pressure increases, a higher
shear loading is needed to initiate shear failure. The shear failure mechanism is usually com-
bined with a non-associate plastic ﬂow rule. The cap surface Fc describes the plastic behaviour
under mainly hydrostatic compression. This is not present in classical metal plasticity, since
for fully densiﬁed materials, the assumption is pressure-independent plasticity. Three unit cells
are schematically drawn in Figure 4.2, to show an initial conﬁguration inside the yield surface,
a deformed conﬁguration under shear stresses, and a consolidated one by yielding at the cap
surface.
Figure 4.2: Modiﬁed Drucker-Prager-Cap model.
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4.2.1 Formulas and related material parameters
In detail, the yield criterion Fs and the non-associated plastic ﬂow potential Gs for shear failure
surface are deﬁned as
Fs = q − p tanβ − d = 0 , (4.14)
Gs =
√
[(p− pa) tanβ]2 + q2 , (4.15)
where
pa =
pb −R · d
1 +R tanβ
. (4.16)
For the cap surface, the yield criterion Fc and the associated ﬂow potential Gc read as
Fc =
√
[(p− pa)]2 + (R · q)2 −R(d+ pa tanβ) = 0 , (4.17)
Gc =
√
[(p− pa)]2 + (R · q)2 , (4.18)
The plastic ﬂow potentials Gs and Gc are parts of ellipses forming together a continuous and
smooth potential surface. There are several material parameters that need to be identiﬁed, such
as the constants β, R, d and the material function pb.
Constant β is the Drucker-Prager friction angle deﬁning the slope of the shear failure surface
Fs. It is not identical to the friction angle of granular materials, and the relation between these
two friction angles will be discussed in the next chapter. Constant d represents the value of von
Mises stress related to the cohesion of the material. For the pebble beds under consideration
here, the value of d is set almost to 0. Constant R controls the shape of the elliptic cap surface
Fc. Finally, pb deﬁnes the position of the ellipse Fc. The dependence of pb on the hardening
history is assumed to represent hardening properties of the material. For instance, in ABAQUS
pb is taken to be a function of the volumetric inelastic strain, i.e. pb(εinvol) (default with "*CAP
HARDENING"). Furthermore, it is also possible to implement a hardening law based on the
volumetric plastic strain, as pb(ε
p
vol), or a work hardening law by a USDFLD (user-deﬁned ﬁelds)
routine.
4.2.2 Plastic ﬂow theory
Since the plastic ﬂow rule of the Drucker-Prager-Cap model is not given in detail in the ABAQUS
manual, it will be deduced in the following. We discuss plastic ﬂow in multi-surface and non-
associated plasticity with f I(σ, q) = 0 and gI(σ, q) as the I-th yield (failure) criterion and the
corresponding plastic ﬂow-potential, where q is the set of internal variables, e.g., the hardening
parameters. For instance, in the Drucker-Prager-Cap model, Eqs. (4.14), (4.15), (4.17) and
(4.18) give the descriptions of the yield (failure) surfaces and plastic ﬂow potentials on the shear










According to the continuum theory of plasticity (Khan and Huang, 1995), the plastic strain





where dλ is a factor of proportionality and I0 is the number of the active yield surfaces. If
the I-th yield (failure) surface is active, the corresponding consistency condition is given by the







dqi = 0 , (4.21)
or in another form
α : dσ −Adλ = 0 , (4.22)
where




· dq . (4.23)
The scalar function A depends on the hardening law. If the hardening parameters q can be




: dεp . (4.24)







: β . (4.25)
If time-dependent eﬀects are taken into consideration and only the yielding (hardening) mech-
anism I is active, the total strain increment can be decomposed into elastic, plastic and creep
strain increments in the form




)−1 : dσ + dλβ + dεcr , (4.26)
where Ce is the elastic stiﬀness matrix. Multiplying both sides of the above equation with α : Ce
gives
α : Ce : (dε− dεcr) = α : dσ +α : Ce : (dλβ) . (4.27)
According to Eqn. (4.22), α : dσ on the right hand side can be replaced by Adλ, resulting in
α : Ce : (dε− dεcr) = Adλ+α : Ce : (dλβ) . (4.28)
Thus, the factor of proportionality is obtained as
dλ =
α : Ce : (dε− dεcr)
α : Ce : β +A
. (4.29)
We will discuss more details on the implementation of a general theory of thermo-elasto-plasticity
in Chapter 6.
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4.3 Representation of creep processes
For the Drucker-Prager-Cap model, two types of creep laws are deﬁned in ABAQUS: consolida-
tion creep and cohesion creep (ABAQUS, 2004b). In this investigation, only the consolidation
creep mechanism is taken into account. This seems justiﬁed since pebble beds in fusion reactors
are mainly in a tri-axial compression stress state. For consolidation creep, the creep potential is
equal to the plastic potential, Eqn. (4.18), of the cap yield surface, i.e.
Gcrc =
√
(p− pa)2 + (R · q)2 . (4.30)







Here, ∆εcr is the work conjugate to the stress tensor σ in terms of the creep dissipation energy.
The work conjugate of the equivalent consolidation creep strain ∆ε¯cr is denoted by σ¯cr. Thus,








Bühler (2002) has used a strain hardening formulation for the creep law reading in the integrated







)1/m ·∆t+ (ε¯cr,0)1/m]m − ε¯cr,0 . (4.33)
Here p is the hydrostatic pressure, ε¯cr,0 is the creep strain at the beginning of the time step ∆t,
and A∗, B, m and n are material parameters to be obtained from the experimental results.
In the ABAQUS implementation, consolidation creep occurs for stress states inside the area
between the cap yield surface Fc and the critical line p = pa (see Figure 4.3). This means the
condition for starting consolidation creep is p > pa. Furthermore, in the "*CAP CREEP" option,
the driving force for creep, i.e. the eﬀective creep pressure, is deﬁned as σ¯cr = p¯cr = p − pa,
providing a smooth transition to the region in which consolidation creep is not active (p ≤ pa).
For the purpose of this work, the ABAQUS consolidation creep option is not suﬃcient for the
following reason: while the creep strain increases, by the harding law pb(εinvol), the value of pa
will increase simultaneously. For creep under constant hydrostatic pressure p, this means that
the driving force p¯cr = p − pa will vanish gradually and, eventually, creep will be stopped. For
instance, the starting point of the creep calculation locates inside the cap yield surface, once the
creep strains are increasing, the cap surface will be moved by hardening until the critical line
p = pa surpasses the starting point, which terminates the increasing of creep strains, in Figure
4.3.
One possible modiﬁcation is to deﬁne a hardening law depending only on the volumetric plas-
tic strain, as pb(ε
p
vol). This totally avoids any hardening eﬀects introduced by creep strains.
However, in two-step creep experiments (Bühler and Reimann, 2002), the compressive stresses
have been applied in two diﬀerent steps at the same bed temperature, showing that hardening
behaviour may also be introduced by creep strains. This phenomenon can also be explained
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Figure 4.3: A schematic drawing of the evolution of the creep region and the eﬀective creep
pressure p¯cr.
from a micro-mechanics point of view. The creep deformation of pebble beds is caused by both
creep of the bulk material and rearrangement of particles, which in turn increase the stiﬀness of
the material. The selection of the types of hardening laws depends on the amount of volumetric
creep strain present in the material under consideration. For materials with a small range of
creep strains, the original ABAQUS deﬁnition is suﬃcient. If there are large creep strain ampli-
tudes, the modiﬁcation based on pb(ε
p
vol) is necessary to obtain correspondingly larger value of
the creep strains. The other solution for this problem is to rewrite the material model, in a way
to totally avoid these drawbacks of the implementation in ABAQUS by changing the deﬁnition
of the critical line for creep calculation (see details in Chapter 6).
Moreover, according to its deﬁnition, the driving force p¯cr = p−pa can not be measured directly
from experiments. Therefore, the parameters of the creep model need to be identiﬁed. One
straightforward modiﬁcation is to set p¯cr = p, which is identical to hydrostatic pressure (Bühler
and Reimann, 2002).
4.4 Other thermo-mechanical properties
4.4.1 Eﬀective thermal conductivity
It is well established in literature that the eﬀective thermal conductivity of pebble beds is related
to not only the properties of solid and gas phases, but also the contact areas between particles
(Batchelor and O'Brien, 1977; Schlünder, 1982; Madhusudana, 1995). As one of the major heat
transfer mechanisms in pebble beds, the particle-to-particle heat transfer depends on both the
area of the contact zone, which is a result of contact forces, and the coordination number (Chan
and Tien, 1973).
As discussed in the previous chapter, the discrete element method shows a non-uniform distri-
bution of contact forces inside the assembly. Moreover, the discrete element simulation reveals
the changes of the coordination number (nC) and the average normal force (fave) with respect
to the stress state, which are two important factors to the eﬀective thermal conductivity (keff)
of pebble beds. With the increase of fave, the average contact area increases, and meanwhile
the change of nC indicates the formation of new contact pairs during loading. As a result, the
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value of keff increases. Figure 4.4 schematically shows the inﬂuence of the stress state on the
eﬀective thermal conductivity of an assembly. Although the contact areas of particles in a small
assembly can be experimentally observed with the help of micro-tomography (Reimann et al.,
2006c), the exact contact areas of pebble beds are diﬃcult to be obtained due to the large num-
ber of pebbles. Hence, researchers have used macroscopic strains to characterize the average size
of contact areas and the number of contact points. For elastic unloading, the eﬀective thermal
conductivity does not change notably, so the volumetric inelastic strain, εinvol, is used here to
represent the change of keff .
Figure 4.4: Inﬂuence of the mechanical loading on the eﬀective thermal conductivity of pebble
beds.
Experiments have been carried out to measure the eﬀective thermal conductivity of beryllium
pebble beds (Reimann et al., 2005b, 2006b) and ceramic breeder pebble beds (Reimann and
Hermsmeyer, 2002), by the hot wire method. It is found that the eﬀective thermal conductivity
of beryllium pebble beds changes signiﬁcantly between un-compacted and compacted pebble
beds. This change has a notable impact on the thermo-mechanical analysis. It gives rise to a
full (and nonlinear) thermo-mechanical two-way-coupling, excluding the classical staggered ap-
proach of ﬁrst solving the thermal boundary value problem and then in a second step computing
mechanical equilibrium for the obtained thermal strains. As a consequence, it is essential to
model the material behaviour with respect to the change of thermal conductivity. By system-
atical experimental investigation of the eﬀective thermal conductivity of beryllium pebble beds
for diﬀerent compressive strains (εinvol) and temperatures (T ), an empirical equation describing
the strain-dependent thermal conductivity has been obtained (Reimann et al., 2005b):
keff =1.81 + 0.0012 · T − 5× 10−7 · T 2
+ (9.03− 1.386× 10−3 · T − 7.6× 10−6 · T 2 + 2.1× 10−9 · T 3) · εinvol .
(4.34)
Here, the units for keff , T and εinvol are W/(mK),
oC and %, respectively. The functional form
of Eqn. (4.34) is adopted from the semi-empirical Schlünder-Zehner-Bauer (SZB) model and
the coeﬃcients are identiﬁed from experiments. It has been determined for bed temperatures
between 200 and 650oC and for a maximum strain of 3.5%.
The eﬀective thermal conductivity has been measured for Li4SiO4 pebble beds, with the reference
diameter distribution from 0.25 mm to 0.63 mm. The experiments have been carried out under
bed temperatures ranging from room temperature to 800 oC and a maximum pressure of 6.5
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MPa. The correlation has been found as (Reimann and Hermsmeyer, 2002)
keff = 0.768 + 4.96× 10−4 · T + 0.045 · εinvol . (4.35)
The same unit system is used as Eqn. (4.34). The volumetric inelastic strain-dependent thermal
conductivity k(εinvol, T ) found in experiments, which is represented by Eqs. (4.34) and (4.35),
has been implemented in ABAQUS by a user-deﬁned ﬁelds routine. This makes a fully coupled
thermo-mechanical analysis possible under fusion-relevant conditions, as the change of deforma-
tion has a strong inﬂuence on the thermal conductivity and, thus, on the temperature ﬁeld.
4.4.2 Other thermo-mechanical properties
Furthermore, the coeﬃcients of thermal expansion and the speciﬁc heat for diﬀerent pebble beds
have been obtained directly from experiments. Databases were provided in the framework of
European Fusion Development Agreement (EFDA) (Fokkens, 2003, 2005, etc.), see Appendix
A. These properties have been implemented in ABAQUS as functions of temperature in this
investigation.
4.5 Summary
In this chapter, the thermo-mechanical properties of ceramic and beryllium pebble beds are
modelled using continuum mechanics. Motivated by the results of the experimental investiga-
tion, the present phenomenological model is mainly composed of a nonlinear elasticity law, the
Drucker-Prager-Cap model, a consolidation creep law and a volumetric inelastic strain-dependent
thermal conductivity.
Some discussions are made on the material parameters in the phenomenological model and on
the limitation of the consolidation creep mechanism. The present constitutive model can be




Identiﬁcation of Material Parameters
For the investigation of thermo-mechanical behaviour of pebble beds, diﬀerent phenomenologi-
cal models have been proposed (Bühler, 2002; Fokkens, 2003; Dell'Orco et al., 2007). However,
these models often introduce new parameters, the physical meanings of which may be relatively
obscure. Due to the diﬃculty to perform stress-controlled multi-axial experiments on granular
materials, it is common to tune the parameters of the proposed material model based on exper-
imental results of uniaxial compression (oedometric) tests by the trial-and-error method. Using
this strategy, it is possible to provide diﬀerent sets of parameters, which can well represent the
uniaxial compression test but may fail under other loading paths. Concerning not only the va-
rieties of types of pebble beds, but also strong temperature-dependent behaviour, a customized
identiﬁcation method of parameters is important to avoid unnecessary eﬀort to ﬁnd the proper
sets of parameters for arbitrary conditions. In this chapter, we present an identiﬁcation method
of material parameters of the phenomenological model by analyzing the stress-strain state in the
experiment. Moreover, validations of elasto-plasticity and creep are carried out for the present
phenomenological model.
5.1 Determination of material parameters
The present phenomenological model describes the thermo-mechanical properties of pebble beds
in terms of non-linear elasticity, plasticity, time-dependent eﬀects and thermo-mechanical inter-
actions by a multi-parameter system. The only available experimental basis for the determina-
tion of the material parameters is the uniaxial compression test (UCT), which is not strictly a
stress-controlled proportional loading. It is impossible to directly use the experimental data in
the material model. Therefore, it is necessary to ﬁnd relations between the experiments and the
material parameters in the present material model.
In this section, the determination of the material parameters from experiments is discussed. With
this identiﬁcation method, the relation between the hardening law and experimental results can
be determined uniquely, and no trial-and-error method is necessary. This method is mainly based
on the analysis of the stress-strain state in uniaxial compression tests, therefore, the experiments
will be introduced ﬁrst.
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5.1.1 Uniaxial compression tests
The uniaxial compression test or oedometric experiment, see Figure 5.1, is one of the basic
experimental setups to characterize the properties of granular materials, such as soil and sand.
In Figure 5.1, the loading force Fy and the displacement of the pressure plate represent the overall
stress and strain states in the experiments. The dimensions of the container are suﬃciently larger
than the one of individual pebbles to provide the representative overall behaviour of pebble
beds. The transverse dimensions are much larger than the height to minimize wall eﬀects, such
as pebble-wall friction. On the other hand, in UCTs, the wall around the specimen is ﬁxed.
In contrast to stress-controlled uniaxial compression or hydrostatic compression, this means a
combination of stress and strain boundary conditions.
Experimental investigations of the ceramic breeder and beryllium pebble beds have been per-
formed by FZK (Reimann and Mueller, 1998; Reimann and Behnke, 1999; Reimann et al.,
2000a). A typical stress-strain curve can be found in Figure 5.2, including loading, unloading,
reloading and creep processes.
Figure 5.1: A sketch of the uniaxial compression test.
Figure 5.2: A typical stress-strain curve of the uniaxial compression test.
UCTs have been carried out for various temperature levels, starting from room temperature
to 900 oC for Li4SiO4 and 480 oC for beryllium pebble beds. The loading and unloading




























Superscripts L and U indicate the loading and unloading branches. For each material, coeﬃcients
CLi and C
U
i are chosen such to yield optimum representation of the experimental loading and
unloading curves.
The results of a few biaxial compression experiments can also be found in literature (Hermsmeyer
and Reimann, 2002). While usually pebble beds are under triaxial compression in working
conditions, triaxial results are diﬃcult to be obtained in experiments. Therefore, the material
parameters will have to be identiﬁed based on these available experimental data.
5.1.2 Deformation mechanism of UCT
The stress state of the uniaxial compression test, Figure 5.1, can be sketched as Figure 5.3.
Since σx = σz, the problem is reduced to an axisymmetric one. In this case, the von Mises stress
q and the hydrostatic pressure p, as in Eqn. (4.4), are given by
q = |σy − σx| ,










Figure 5.3: Stress state of the uniaxial compression test.
As the material deforms elastically, the relations
σx = σz =
ν
1− ν σy ,
σy =
1− ν
(1 + ν)(1− 2ν)Eεy ,
(5.3)
can be obtained by the theory of isotropic elasticity. One remark has to be made here of
isotropically elasticity. The assumption seems to be justiﬁed within comparably low compressive
stress in the case of "soft" compaction. With the ﬁrst equation in Eqn. (5.3), the non-linear
Young's modulus in Eqn. (4.13) reads as
E = E0 +Ae
[ 2(1− ν)




Here, only the superscript n in Eqn. (4.13) is changed to s. The above relation is valid during
pure elastic deformation only, since use has been made of elasticity in Eqn. (5.3). During elasto-
plastic loading, however, the ratio between the principle stresses of elastic loading in Eqn. (5.3)
needs to be updated. Thus, Eqn. (5.4) is the prediction of Young's modulus based on elasticity
in the uniaxial compression test.
For elasto-plastic loading, a sketch of the loading and unloading paths in the σy-σx plane is
plotted in Figure 5.4. This is an alternative representation of the Drucker-Prager-Cap surface,
and it is valid for the special type of the axisymmetric stress state acting in the uniaxial com-
pression test (see Figure 5.3). The dotted line is the yield (failure) surface, transferred to the
σy-σx plane. If the cap yield surface is active during loading in the uniaxial compression test,
the following equations are satisﬁed by the yield criterion Fc and plastic ﬂow potential Gc







The ﬁrst equation is the cap yield criterion, satisﬁed while the cap yield is active, and the second
one is derived from the plastic ﬂow potential by taking into account the condition of rigid side
walls in UCT (see Section 4.2.2). During the compression, εx = εz = 0 is valid due to the
rigid wall condition, but for the increments of plastic strains in the transverse plane, the second
equation in Eqn. (5.5) is an approximation to the condition on the total strains.
Figure 5.4: A sketch of the loading and unloading paths of UCT in the σy-σx plane.
Expressing Eqn. (5.5) in terms of the principle stresses for the case of axisymmetric loading, this
system of equations can be solved for the harding parameter pb as a function of stress component
σy, giving
pb = −3 sec
2 β(cosβ +R sinβ)× (−3 cosβ +√4 + 9R2 sinβ)
−9 + (4 + 9R2) tan2 β σy . (5.6)
Eqn. (5.6) can not provide the deﬁnition of the hardening law yet, but there is possibility to reveal
the relation between the compressive stress and plastic strain through the empirical coeﬃcients
for uniaxial compression tests, as will be shown below.
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5.1.3 Experimental coeﬃcients for the loading and unloading paths
First, we recall the empirical curves by Reimann for the UCT. While in the unloading branch
σU of Eqn. (5.1), strain ε represents purely elastic strain changes during unloading, the strain in
the loading branch σL is the sum of the elastic and plastic strain changes during loading. Thus,


























Comparing the non-linear Young's modulus in Eqn. (5.4) to the elastic (unloading) part of
















(1 + ν)(1− 2ν)
2(1− ν) ,





In Eqn. (5.8), g(εinvol) is a function to adjust the diﬀerence between the elastic prediction according
to Eqn. (5.4) and the exact elasto-plastic loading path. Eqn. (5.4) is valid only in pure elastic
deformation. Once the material had behaved irreversibly, the ratio of stresses will be diﬀerent
from Eqn. (5.3), even for the case of elastic unloading. The present non-linear elasticity law
depends on the stress state, however the elastic prediction is diﬀerent from the elasto-plastic
loading path because of the changes of inelastic strains. The diﬀerence in these two stress states
is accounted for approximately by the function g(εinvol). Here, only the ﬁrst order, or the linear
functional form, of g(εinvol) is taken into account, and the values of ε
in
vol,0 are chosen to ﬁt the
empirical curves.
Next, we eliminate the elastic strain change in the elasto-plastic (loading) part of Eqn. (5.7) by



















Note the dependence on both experimental parameter sets for loading and unloading paths,
namely, CLi and C
U
i .
Combining Eqs. (5.6) and (5.10), the hardening law pb ∼ εp is obtained. Note that variable
εp here can be obtained in uniaxial compression tests as in Eqn. (5.10) with respect to the
compressive stress σy, representing the overall volumetric plastic/inelastic strain of the beds. To
each value of εp, there is related a unique value of pb in the analytical form depending on the
values of CLi and C
U
i as they are provided by the experimental data. So, with the procedure
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discussed above, the parameters for elasto-plasticity in the present phenomenological model can
be determined unambiguously from the experimental results without any trial-and-error method.
Discussions concerning other material parameters, such as β and R, can be found in Section
5.3.1 and 5.3.2.
5.2 Validation
For the purpose of validation, the material data from the uniaxial compression test are needed.
The experimental coeﬃcients can be varied by diﬀerent properties of bulk materials, diﬀerent
size distributions of particles, etc. In this section, the validation has been made based on the
material database (Reimann et al., 2006a) for the pebble beds used in two out-of-pile mock-up
experiments, namely HELICA and HEXCALIBER, carried out in ENEA Brasimone. The uni-
axial compression tests and creep experiments are simulated, and compared with experimental
results.
5.2.1 Validation for hardening law
The coeﬃcients for Eqn. (5.1) are listed in Table 5.1 (Reimann et al., 2006a), for both ceramic
breeder and beryllium pebble beds. The material parameters are determined with the present
identiﬁcation method by using these experimental coeﬃcients as inputs. As validation, we
simulate the uniaxial compression tests with the present method. The comparisons are made
between the experimental curves and simulation by a single ﬁnite element (8-node axisymmetric
thermally coupled element, CAX8RT in ABAQUS), see Figure 5.5.









1 125.0 176.0 313.0 1074.0
2 1.0 1.0 1.0 1.0
3 −9.6× 10−10 0.0 0.0 0.0
4 3.0 3.0 0.0 0.0
5 0.50 0.66 0.33 0.60
For the pebble beds considered in this work, the Poisson's ratio ν = 0.25 (Bühler, 1998). The
procedure of determining the material parameters has been implemented in a USDFLD routine.
As for beryllium pebble beds, we take εinvol,0 = 0.02, and for Li4SiO4 breeder pebble beds,
εinvol,0 = 0.05 is used. Figure 5.5 shows a good agreement of the prediction by the method with the
empirical curves for both loading and unloading branches. For Li4SiO4, calculations are made
at diﬀerent bed temperatures, from 50 to 850 oC, according to the temperature dependence
suggested in the experiments. As good agreement is found at diﬀerent temperature levels,
this validation proves the accuracy of the method discussed above to determine the material
parameters of both elasticity and plasticity in the present phenomenological model.
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Figure 5.5: Uniaxial compression tests of: (a) Li4SiO4 under 50-850 oC; (b) beryllium pebble
beds, comparison between FEA (dots) and empirical curves (lines).
5.2.2 Creep properties
Based on the creep experiments, empirical creep equations have been obtained (Reimann and
Worner, 2001) of the type






Parameters A, B, n and m have been determined by experiments for diﬀerent materials, such
as ceramic breeder and beryllium pebble beds. The parameters of Li4SiO4 and beryllium pebble
beds (Reimann et al., 2006a) are listed in Table 5.2.
Table 5.2: Coeﬃcients for creep experiments of Li4SiO4 and beryllium pebble beds
εcr(%) = A exp(− BT (K))σ(MPa)nt(min)m
A B n m
Li4SiO4 5143 11005 0.65 0.23
Beryllium 1614 9124 0.62 0.35
In view of the discussion in Section 4.3, the parameters (A∗, B, m, n) in Eqn. (4.33) can be iden-
tiﬁed from experiments for diﬀerent materials. It has been reported that due to a bug the "strain
hardening" form of the consolidation creep is not available in ABAQUS in analyses of two-step
creep (Hofer and Kamlah, 2005). Therefore, consolidation creep has been re-implemented in
ABAQUS by a CREEP routine. In contrast to the ABAQUS formulation reported in Section
4.3, in this investigation, the eﬀective creep pressure p¯cr is taken to be equal to the total hydro-
static pressure p at the current stress state. By this approach, the empirical equations for the
experimental data can be used directly in the formulation of consolidation creep. Eqn. (5.11) is
formulated in terms of uniaxial stress σy, whereas Eqn. (4.33) for the consolidation creep relies
on hydrostatic pressure p. This diﬀerence is taken into account by the ratio A∗/A, while the
other parameters (B, m, n) are identical to the experimental coeﬃcients in both cases. In order
to minimize the diﬀerence between the predictions of the model and experiments, we choose for
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A∗/A the value of 1.45 for both Li4SiO4 and beryllium pebble beds, which have been used in
HELICA and HEXCALIBER benchmark exercises (Reimann et al., 2006a).
The validation of the creep modelling has been made for diﬀerent compressive stresses and bed
temperatures for Li4SiO4 and beryllium pebble beds, respectively. Figure 5.6 shows a comparison
between the model for simulation by a single ﬁnite element and the experimental results. For
Li4SiO4 pebble beds, four typical examples are given with the maximum creep strain up to 5%,
namely, (1) at 2.1 MPa and 700 oC, (2) at 2.1 MPa and 765 oC, (3) at 2.1 MPa and 850 oC,
(4) at 4.1 MPa and 840 oC. For beryllium pebble beds, two typical examples are given with
the maximum creep strain up to 2.3%, namely, (1) at 3.5 MPa and 550 oC, (2) at 1.5 MPa
and 650 oC. Good agreements are found in Figure 5.6. It can be seen that the identiﬁcation of
the material constants for creep properties has been successful.
Furthermore, the two-step creep experiments (Reimann et al., 2005b) of beryllium pebble beds in
Figure 5.7 may serve as an independent validation, since such a loading history was not the basis
of the identiﬁcation of these creep parameters. The prediction is made at a bed temperature of
605oC, while the compressive stress changes from 1 MPa to 3.6 MPa at the second step. The
comparison shows the present model is well capable of representing the creep processes in the
pebble beds considered here.
(a) (b)
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Figure 5.6: Creep tests of: (a) Li4SiO4 (b) beryllium pebble beds at diﬀerent compressive stresses
and temperatures, comparison between FEA (dots) and experimental results (lines).
5.3 Discussion
5.3.1 Softening behaviour during unloading
In previous material modelling (Hofer and Kamlah, 2005), the Drucker-Prager friction angle β
has been chosen as 45o. Unrealistic plastic softening behaviour has been observed in the model
when simulating unloading in the uniaxial compression tests to zero stresses resulting in an
almost complete vanishing of the plastic strains. Figure 5.8 shows the stress-strain curves for
diﬀerent values of the Drucker-Prager friction angle β (40o, 45o, 60o). The smaller the β value,
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Figure 5.7: Two-step creep experiment, comparison between the prediction and experiment.
the more pronounced softening behaviour is found. In Figure 5.4, the slopes of the shear failure
surfaces are deﬁned by β. Here we discuss the mechanism of this softening behaviour. For
axisymmetric conditions, the shear failure surface Fs can be transformed form the q-p plane to
the σy-σx plane as
I : σy − σx + 13(σy + 2σx) tanβ − d = 0
II : σx − σy + 13(σy + 2σx) tanβ − d = 0 ,
(5.12)
where "I" and "II" refer to the shear failure surfaces in the σy-σx plane, respectively, see Figure
5.4. Thus, we may obtain the coordinates of the intersections (A and B) between the shear















For a relatively small d, as in the case of pebble beds, intersection A is close to the origin of the
σy-σx plane. Consequently, the main reason for the softening behaviour while unloading is that
the failure surface is hit before complete unloading to zero compressive stresses has occurred.
If the unrealistic softening during unloading is to be totally avoided, the shear failure surface
"I" should be nearly parallel to the σx-axis or have an intersection for σx > 0. This means a
condition for the slope, i.e. β, and by Eqn. (5.13) we ﬁnd
tanβ ≥ 1.5 . (5.14)
As mentioned above, for a small value of β, the unloading path will hit the shear failure surface
before the axial stress is reduced to zero, initiating the unrealistic softening behaviour during
ﬁnal unloading, while Eqn. (5.14) provides the condition to avoid such behaviour.
Note that the Drucker-Prager friction angle β is not identical to the commonly used friction
angle µs of granular materials, but it is a function of the real friction angle. The Drucker-Prager
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Figure 5.8: Eﬀects of β on the softening behaviour while unloading.
friction angle β can be estimated by the Leonardo da Vinci's static friction experiment for a








The three-dimensional stress state in the static friction experiment is shown in Figure 5.9-(2).
The stresses on the cubic element represent the stress state in the sheared middle layer of the
experimental setup. By analyzing the stress state in the middle layer, it is found that the middle
layer of the static friction experiment is in a similar stress state as the pebble beds in the uniaxial
compression tests. The normal stresses in the transverse plane are determined by the eﬀect of
the Poisson's ratio and a condition of axisymmetry in this plane. Consequently, the stress tensor
can be expressed as σn τ 0τ c · σn 0
0 0 c · σn
 . (5.16)
In this stress tensor, the stress ratio c = ν∗/(1 − ν∗) depends on the kind of loading. For pure
elastic deformation, ν∗ = νe is the elastic Poisson's ratio, similar to Eqn. (5.3). In the case of
elasto-plastic deformation, ν∗ = νp is some history-dependent quantity with a value in the range










in the case of non-cohesive materials, according to Eqn. (4.14), we have
tanβ = 3
√




Figure 5.9: (1) A sketch of the typical experimental setup used to measure the coeﬃcient of the
static friction µs of a granular material; (2) the stress state in the sheared middle layer of the
setup to the left.
Here, the Drucker-Prager friction angle β is expressed as a function of both the static friction
coeﬃcient µs and the Poisson's ratio ν∗ (= νe or = νp), see Figure 5.10. The value of β is a
monotonic function of µs for µs ≥ 0.
The value of µs can be obtained by several kinds of experiments, and on the basis of µs, a rough
range of the Drucker-Prager friction angle β can be estimated. For the shear failure surface
to be parallel to the σx(= σz)-axis, the condition tanβ = 1.5 has to be satisﬁed (see Figure
5.4 and Eqn. (5.14)). By solving Eqn. (5.18), and considering the extreme condition of µs = 0
for a totally non-frictional material, ν∗ ≤ ν0 = 0.2 guarantees that the unloading path will
not hit the shear failure surface. With a larger value of µs, the critical value of the Poisson's
ratio ν0 increases. In particular, ν0 = 0.5 for µs ≥
√
3/2. By Eqn. (5.18), the region satisfying
tanβ ≥ 1.5 can be found in Figure 5.10.













Figure 5.10: Contour plot of tanβ as a function of the static friction coeﬃcient µs and the
Poisson's ratio ν∗, the bolded line shows the critical value of tanβ.
According to the available biaxial experimental data for ceramic breeder pebble beds (Hermsmeyer
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and Reimann, 2002, and "Material Assessment Report" for ITER), the Drucker-Prager friction
angle of the pebble beds can be calculated by analyzing the stress state in the biaxial compres-
sion. Following Eqn. (5.12) for the shear failure surface "II" in the axisymmetric stress plane,





Superscript "0" indicates the failure stress in experiments. As a result, values of almost around
60o are found for the Drucker-Prager friction angle β of both ceramic breeder and beryllium
pebble beds. As discussed above, such a value is in accordance with the criterion for avoiding
unrealistic softening, i.e. Eqn. (5.14). Consequently, both the experimental results and theo-
retical considerations of the Drucker-Prager theory support the choice of the Drucker-Prager
friction angle β ≈ 60o. On the other hand, as shown before, for such a value no unrealistic
plastic softening behaviour occurs in the model.
5.3.2 Other material parameters
Most of the material parameters can be determined by the method presented above from the
empirical equations of the experiments. However, some parameters are adjusted "manually",
i.e. by trial-and-error, which does not aﬀect the predictions in the uniaxial compression test but
may possibly inﬂuence the ones in other loading paths. In principle, these parameters can be
determined by experiments employing diﬀerent loading paths, such as hydrostatic compression
or triaxial compression. Figure 5.11 shows the impact of the parameter R on the simulation
of hydrostatic compression. In Figure 5.11, the left plot shows the stress-strain curves and the
right plot is the normal strain at 5 MPa versus the corresponding value of the parameter R.











































Figure 5.11: Hydrostatic compression with diﬀerent values of R: left, stress-strain curves; right,
strains at 5 MPa with diﬀerent R-values.
In the present phenomenological model, only the determination of the value of R is missing.
This constant controls the shape of cap surface, and mainly inﬂuences the direction of plastic
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and creep ﬂows. However, Figure 5.11 clearly shows that the stress-strain curves are not very
sensitive to variations of R over a wide range. From the current point of view, these ﬁndings
indicate that tremendous eﬀorts for experiments with new type of loading states in order to
exactly identify R seem not to be justiﬁed. Instead, some reasonable estimations for R will be
suﬃcient for the purposes of this work. A reasonable large R results in a suﬃcient large active
creep zone in the stress plane, see Figure 4.3. We hence choose R = 0.9 for both ceramic breeder
and beryllium pebble beds in this investigation.
5.3.3 Advantages of the improvement
There are two main advantages of methods presented in this chapter. First, it is possible to
directly use the empirical ﬁt equations from the experiments to determine uniquely the set of
material parameters, especially the hardening law, instead of using a trial-and-error method.
The latter method may deliver various sets representing the uniaxial compression tests more
or less well, however, they may result in totally diﬀerent and possibly unphysical responses for
other loading histories. By the method developed in this work, we uniquely identify the right
set of these parameters.
Second, since this procedure can be carried out for diﬀerent temperature levels, the temperature
dependence of the hardening law is introduced into the model in an unambiguous way. This
means that the thermo-plastic generalization of the constitutive model for pebble beds is ob-
tained in a straightforward manner from the temperature-dependent empirical curves. Figure
5.12 shows a sketch of the yield (failure) surfaces in the stresses-temperature space. In this way,
the inelastic response of the material at diﬀerent temperatures can be predicted. Moreover, if
the temperature varies, the theory might describe changed yielding behaviour of the material
(Laloui and Cekerevac, 2003).
Figure 5.12: A sketch of the Drucker-Prager-Cap yielding/failure surfaces of thermo-plasticity.
The main result of unique and reliable identiﬁcation of material parameters is to provide con-
ﬁdence in the physical signiﬁcance of simulations based on the Drucker-Prager-Cap model. In
summary, the relations between parameters in the Drucker-Prager-Cap model and experimental
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results are listed brieﬂy in Table 5.3, in order to give an overview of the present identiﬁcation
method.
Table 5.3: Summary of material parameters used in the phenomenological model








β 60o (Hermsmeyer and Reimann, 2002)
pb Eqs. (5.6) and (5.10)
d ∼ 0
Creep law
A,B,m, n Experimental coeﬃcients in Eqn. (5.11)
5.4 Summary
To determine the material parameters in the phenomenological model, a method is proposed
here to ﬁnd the proper set of these parameters from available experiments. This method is
based on the analysis of the stress state and deformation in the uniaxial compression test,
which is the basic experimental setup for characterizing the material properties of pebble beds.
The hardening law of the Drucker-Prager-Cap theory is identiﬁed through empirical coeﬃcients
representing the experimental data.
Validation of the material model and identiﬁcation method shows that the predictions of the
model agree well with the experimental results. By using this method, the phenomenological
model can be easily implemented for diﬀerent types of pebble beds, and moreover thermo-
plasticity can be realized without much eﬀort.
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Chapter 6
Implementation of the Material Model
In order to implement a phenomenological model into a ﬁnite element code, user-deﬁned material
routines are used to obtain information from the constitutive model, including the stress incre-
ments and the Jacobian matrix based on the given strain increments. The Drucker-Prager-Cap
model has already been ﬁxed in ABAQUS, but there are some limitations of the implementation,
which can not be changed in an appropriate way, such as the creep/no-creep zones discussed in
Chapter 4. The implementation in a user-deﬁned material routine in this chapter can be used
to overcome these problems. Furthermore, the same framework can be adopted if there are new
material models proposed for pebble beds, for instance, a micro-mechanics based constitutive
model. The current phenomenological model, consisting of the nonlinear elasticity law, Drucker-
Prager-Cap model and consolidation creep, can be easily transferred from ABAQUS to other
ﬁnite element codes.
In this chapter, ﬁrst the implementation of a nonlinear elasticity law is presented, and the
corresponding Jacobian matrix is given with respect to the state variables. A return mapping
algorithm is used to solve the stress increments in plasticity, including both associated and
non-associated plastic ﬂow rules. Moreover, the elasto-plastic Jacobian matrix is calculated
according to the strain increments and internal variables. Other properties, such as creep and
thermo-mechanical interactions, are also employed in user-deﬁned material routines to provide
the possibility to carry out fully coupled thermo-mechanical analyses.
The Voigt notations are employed throughout this chapter. We use six-dimensional vectors to
replace the second-order tensors, σij and εij , as
σ =
[








Similar changes are made to their increments and components, such as dσ and dεp. Thus the
Voigt matrix notations are also applied to the fourth-order tensors, e.g., the stiﬀness tensor C
and compliance tensor S are shortened by 6×6 matrixes. These changes are made for the sake
of the convenience for programming.
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6.1 User-deﬁned material routines
To implement a constitutive model, e.g., using a UMAT (User-deﬁned MATerial) routine in
ABAQUS, the following information should be provided with respect to the incremental strain
history from kinematic relations. First the stress tensor σ and internal variables, such as εp
or more general q, have to be updated based on the current strain increments ∆ε, given by
the ﬁnite element code. If the elastic component can be separated from ∆ε as ∆εe, the stress
increments can hence be written as
∆σ = Ce ·∆εe . (6.2)
Here, Ce is the elastic stiﬀness matrix, which is the inverse tensor to the elastic compliance
matrix Se, as Ce = (Se)−1.
The second part of the information needed for the user-deﬁned material routine is the Jacobian





Linearizing the relation between the stress and strain increments, the above equation satisﬁes
∆σ = C˜ ·∆ε . (6.4)
The Jacobian matrix C˜ is used to assemble the global stiﬀness matrix in the ﬁnite element code.
Although it does not aﬀect the local update scheme for stresses, it will obviously inﬂuence the
convergence rate of the global Newton iteration, since C˜ is the basis to calculate residuals during
the current time increment and to predict the next strain increments. Diﬀerent expressions can
be obtained by the diﬀerent integration schemes, implicit or explicit, adopted in the user-deﬁned
material routine with respect to the incremental strains.
Finally, the global momentum balance equation is tested for the computed stresses, and if
violated, the iteration process is continued. Figure 6.1 shows the basic requirements for a typical
user-deﬁned material routine as discussed above. Inside the user-deﬁned material routine, the
integration scheme determines the internal variables q(n+1) and stresses σ(n+1) corresponding to
the given strain increments ∆ε within the time increment.
Figure 6.1: A typical interface between the ﬁnite element code and user-deﬁned material routine.
6.2 Elasticity
For granular materials, it has been observed that the elastic constants depend on stresses, see
Chapter 4. According to the nonlinear elasticity law used in the present phenomenological
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model, Eqn. (4.13), only Young's modulus E depends on the current stress state. Thus the
elastic stiﬀness matrix Ce and compliance matrix Se read as
Ce =
∣∣∣∣∣∣∣∣∣∣∣∣
2G+ λ¯ λ¯ λ¯ 0 0 0
λ¯ 2G+ λ¯ λ¯ 0 0 0
λ¯ λ¯ 2G+ λ¯ 0 0 0
0 0 0 G 0 0
0 0 0 0 G 0
0 0 0 0 0 G
∣∣∣∣∣∣∣∣∣∣∣∣
, (6.5)





1 −ν −ν 0 0 0
−ν 1 −ν 0 0 0
−ν −ν 1 0 0 0
0 0 0 2(1 + ν) 0 0
0 0 0 0 2(1 + ν) 0
0 0 0 0 0 2(1 + ν)
∣∣∣∣∣∣∣∣∣∣∣∣
. (6.6)
Based on the theory of elasticity and the requirements of the user-deﬁned material routine, the
Jacobian matrix C˜e should be provided at each time increment for purely elastic loading as
∆σ = C˜e ·∆ε . (6.7)
Since the stiﬀness matrix here depends on the stress state, the Jacobian matrix can be derived
from the elastic stiﬀness matrix, Eqn. (6.5). The relation between stress and strain tensors can








Ce(σ) · dε .
(6.8)




Ce(σ) · dε ≈ Ce(σ +∆σ) · (ε+∆ε)−Ce(σ) · ε . (6.9)
Here, the stress increments ∆σ are unknown. The Taylor expansion is applied to the stress-
dependent stiﬀness matrix Ce(σ)




presuming the stress increments are small and have negligible inﬂuence on the derivative of the
stiﬀness matrix. Substituting Eqn. (6.10) into Eqn. (6.9) and writing the stress increments in
the form of components of the tensors, we have







Here, (•),k indicates the partial derivative of the quantity. After separating the stress and strain
increments, we replace the dummy subscripts, i.e. i, j, k, l,[
δki − Cekl,i(εl +∆εl)
]
·∆σi = Cekj∆εj . (6.12)
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Finally, the consistent tangents can be written as
C˜eij =
[
δki − Cekl,i(εl +∆εl)
]−1 · Cekj . (6.13)
This elastic Jacobian matrix depends on not only the current stress state, but also on the strains
and strain increments. Thus, we have the consistent elastic tangents in Eqn. (6.13), and the
stresses are updated by Eqn. (6.7) in the user-deﬁned material routine. There is no symmetry of
the consistent elastic tangents here. For linear elasticity, the symmetry of the consistent elastic
tangents is satisﬁed automatically. However, for nonlinear elasticity, a fully explicit or a fully
implicit scheme will provide the feature of symmetry-preserving (Ortiz and Martin, 1989).
6.3 Plasticity
Over the years, many researchers have proposed diﬀerent types of integration schemes for consti-
tutive equations of elasto-plasticity in the ﬁnite element method. Earlier approaches have mainly
been based on a single scheme for the local integration, known as forward Euler. For global itera-
tions, to solve the nonlinear equilibrium equations, Newton-Raphson and quasi-Newton methods
can be applied with either a ﬁxed Jacobian matrix or the updating secant modulus, and thus
a number of iterations are needed to achieve convergence. These earlier methods need small
incremental time steps to accomplish conditional stability.
Recently, algorithms using implicit methods to achieve unconditional stability have been de-
veloped (Ortiz and Popov, 1985; Ortiz and Simo, 1986; Ortiz and Martin, 1989; Keavey, 2002;
Ahadi and Krenk, 2003). In an implicit integration scheme, the solution makes use of the ﬁnal
stress state and internal variables (σ(n+1), q(n+1)), which are determined by solving nonlinear
equations iteratively so that the stress increments fulﬁll the consistency condition. As one typi-
cal category presented in literature, some well-known return mapping algorithms are the radial
return, closest point projection and cutting plane algorithms (Simo and Hughes, 1997). There-
fore, diﬀerent formulations of the consistent tangents have to be obtained by diﬀerentiation of
the stress update algorithms with respect to the incremental strains.
6.3.1 Return-mapping algorithm
The essence of the general return-mapping algorithm is explained in the following. First, a
"trail stress" σ(0)(n+1) is calculated by the elasticity law as an elastic predictor. If the stresses
are substituted into the yield function and the value of the yield function is less than zero, the
predicted stress state is the required stress state at the end of the increment, and no corrector
step is needed. On the contrary, if the trail stress state locates outside the yield surface, then
plastic ﬂow takes place. In addition to the updating of stresses, the internal variables change
gradually, and in turn, the yield surface moves at the same time. There are various corrector
algorithms which take stresses back to the yield surface in the stress space.
In the current consideration, we use a forward Euler step, followed by a sequence of backward
Euler steps, if the material behaves plastically. This procedure for the integration scheme of
plasticity is sketched in Figure 6.2. In this ﬁgure, step (0) is the elastic predictor, step (1) is the
forward Euler method and the following steps are computed by the backward Euler method. At
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the beginning of each iteration step, the yield function and plastic ﬂow potential are updated
according to the end of the last iteration. During the current step, plastic ﬂow depends on the
updated stresses and variables, and the conditions for convergence are checked at the end of the
current iteration. The conditions for convergence are set to ensure that the nonlinear equations
are solved according to an implicit scheme.
Figure 6.2: Procedure of the return mapping algorithm.
Here, for elasto-plastic deformation, we assume that the elastic stiﬀness matrix Ce stays un-
changed during iterations in order to simplify the implementation of the integration scheme.
The yield surface is
f(σ, q) = 0 , (6.14)
and the corresponding plastic ﬂow potential is
g(σ, q) . (6.15)
Materials whose behaviour obeys the principle of normality are referred to as associated mate-
rials. For associated plastic ﬂow, f ≡ cg, and here c is a constant. Many materials, such as
geomaterials, are reputed to be non-associated, which implies that f and g do not coincide. The
present phenomenological model employs both associated and non-associated ﬂow potentials,
see Chapter 4. Thus, a general case of non-associated plastic ﬂow rules is investigated here.








































In general, the stress increment tensor ∆σ depends on the incremental strain tensor ∆ε given
at the beginning of this time increment according to
∆σ = Ce · (∆ε−∆λβ) , (6.17)
or
σ = σe −∆λCe · β . (6.18)
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Here, we deﬁne a stress tensor as the elastic predictor σe(= σ(0)) = σ(n) + Ce ·∆ε, which is
updated according to the stress tensor σ(n) at the end of the last time increment. For this ﬁrst
prediction, the factor of proportionality ∆λ(0) = 0, and the yield condition is checked using this
elastic predictor σe. If the stress state locates outside the yield surface, plastic increments are
calculated with the help of the factor of proportionality ∆λ(k) as
∆εp,(k) = ∆λ(k) β(k) . (6.19)
The superscript (k) indicates the number of iterations.




αT ·Ce · β +A
σ(1) = σe −∆λ(1)Ce · β .
(6.20)
The details of this process can be found in Section 4.2.2. The contributions of the internal
variables q are taken into account in parameter A. If the internal variables q can be written as
a function of plastic strain εp, e.g., the hardening parameter pb(ε
p
vol) in the Drucker-Prager-Cap





· β . (6.21)
Usually, the ﬁrst estimation will not satisfy the convergence criterion, and hence the backward
Euler method is applied in the following. For the k-th iteration (the ﬁrst forward Euler step is
named as the 1st iteration), a residual vector is deﬁned as
r = σ(k−1) − (σe −∆λCe · β(k−1)) . (6.22)
This residual vector describes the diﬀerence between the iterative solution σ(k−1) and Eqn.
(6.18). This vector is calculated at the beginning of the k-th iteration. To reach convergence
of the integration, it should be suﬃciently small, which guarantees a fully implicit integration
scheme, as |r| ≤ tolerance. A truncated Tailor expansion is applied to the residual vector and
the yield function as
rt = r+ δσ(k−1) + δλCe · β(k−1) +∆λCe · δβ(k−1)
f t = f +α(k−1) · δσ(k−1) − δλA(k−1) . (6.23)
The operator δ(•) indicates a variational form of the quantity with respect to a suﬃcient small
time increment δt, and here δλ is used to indicate the variation of ∆λ.
Note that the plastic ﬂow vector β is a function of not only stresses but also internal variables,




· δσ + ∂β
∂εp
· δεp . (6.24)
The value of δεp can be calculated by δλβ.
The conditions for the approximate solution can be written as rt = 0 and f t = 0. The ﬁrst
condition ensures that the stresses are updated by Eqn. (6.18) according the state variables
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at the end of the time increment, and the second one is the consistency condition for rate-
independent plasticity. Solving Eqn. (6.23) with the above conditions, we have the solution for
the k-th iteration
δλ =
f −αT ·R · r
αT ·R ·Ce ·Q · β +A(k−1) ,
δσ(k−1) = −R ·
(
















where I is the identity matrix of dimension of 6×6, and it can also be written using the Kronecker
delta notation.
Using Eqn. (6.25), the updated stresses and factor of proportionality read as
σ(k) = σ(k−1) + δσ(k−1)
∆λ(k) = ∆λ(k−1) + δλ .
(6.27)
The iteration stops if the following convergence conditions
|r| ≤ ξ ,
|f | ≤ ζ , (6.28)
are satisﬁed, where ξ and ζ are tolerances. Otherwise, additional iterations are needed by
using the backward Euler method. The procedure of the return mapping algorithm used in this
investigation is summarized in Figure 6.3 as a ﬂow chart.
6.3.2 Stiﬀness matrix
After convergence is reached in the return mapping algorithm, the internal variables and stresses
at the end of the time increment are updated. Here, we derive the stiﬀness matrix C˜ according
to the state variables at the end of the time increment. The variational form of Eqn. (6.18) is
δσ = Ce · δε− δλCe · β −∆λCe · δβ , (6.29)




· δσ = Ce · δε− δλCe · β −∆λCe · ∂β
∂εp
· (δλβ) . (6.30)
Simplifying Eqn. (6.30) with matrixes R and Q in Eqn. (6.26),
δσ = R ·
[
Ce · δε− δλCe ·Q · β
]
. (6.31)
Then substituting Eqn. (6.31) into the variational form
δf = αT · δσ −Aδλ = 0 (6.32)
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Figure 6.3: Flow chart of the integration scheme for elasto-plastic loading.
of the consistency equation, we have
δλ =
αT ·R ·Ce · δε
αT ·R ·Ce ·Q · β +A . (6.33)




= R ·Ce ·
[
I−Q · β · α
T ·R ·Ce
αT ·R ·Ce ·Q · β +A
]
. (6.34)
This relation providing the consistent tangents can be easily implemented in the user-deﬁned
material routine, and the internal variables and stresses in Eqn. (6.34) can be calculated at the
end of the time increment.
For the Drucker-Prager-Cap model introduced in Chapter 4, we have implemented this integra-
tion scheme of elasto-plasticity in a UMAT routine in ABAQUS. By the same framework, it is
also possible to transfer the current user-deﬁned material routine into other ﬁnite element codes.
One remark has to be made that during the implementations of both the integration scheme
for plasticity and the stiﬀness matrix, it is better to provide equations in analytical forms as
much as possible to reduce accumulative errors during calculation, rather than to use numerical
diﬀerentiations.
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6.4 Other material properties
In this section, the implementations of creep behaviour and thermo-mechanical interactions by
user-deﬁned material routines are discussed. Modiﬁcations to the Drucker-Prager-Cap model are
made based on the consolidation creep mechanism. The procedures will be introduced brieﬂy,
with emphasis on the thermo-mechanical behaviour of pebble beds in fusion blankets.
6.4.1 Creep properties
The implementation of creep behaviour is realized as follows: ﬁrst, at the beginning of each time
increment, the creep strains are calculated with respect to the current stress state σ(n) and time
increment ∆t(n+1). Second, the elasto-plastic calculation starts, considering the creep strains
as a part of the inelastic strains. Thus the deformation gradient F can be decomposed into the
creep and elasto-plastic parts as
F = Fep · Fcr . (6.35)
This decomposition means that any deformation can be split locally into a creep deformation,
which is followed by an elasto-plastic deformation. The additive form, ε = εep + εcr, can be
used for inﬁnitesimal strains. For most cases in thermo-mechanical analyses of pebble beds, the
creep deformation starts while temperature and loading stay nearly constant. If changes of the
stresses in each step are suﬃciently small during a given time increment, this method is valid.
For representing creep procedures of pebble beds, the consolidation creep potential, Eqn. (4.30),
is modiﬁed in the following way as
Gcrc =
√
p2 + (Rq)2 . (6.36)
As discussed in Section 4.3, by changing the consolidation creep potential, the "no creep region"
is removed, and the diﬀerence between Eqn. (6.36) and the default form in ABAQUS is schemat-
ically drawn in Figure 6.4. As long as the stress state locates inside the "no creep region", the
default creep potential in ABAQUS would give an opposite and unrealistic direction of creep
strain increments. Therefore, the driving force p¯cr = p−pa is set by default to zero in this region,
and this can not be modiﬁed even by using a "CREEP" subroutine. The discussion in Chapter
4 showed that due to the existence of this "no creep region", neither the large creep strain nor
the hardening by the creep strains can be represented in a satisfying way by the default form.
After all, they are two typical experimentally observed phenomena, which may exist at the same
time in the pebble beds under fusion-relevant conditions. The mechanism of creep in a pebble
bed includes the creep deformation of the bulk material and rearrangement of pebbles, both of
which can introduce hardening eﬀects on the material. The active creep region in the present
implementation is inside the whole yield/failure surface, instead of having an initial pressure
(pa), like the vertical dashed line in Figure 6.4.












Figure 6.4: Modiﬁcation of the creep potential in the user-deﬁned material routine.
According to the above discussion, the consolidation creep procedure has also been implemented
in the UMAT routine in ABAQUS.
6.4.2 Thermo-mechanical behaviour
The coeﬃcient of thermal expansion can be directly implemented in the UMAT routine as well.
On the other hand, for the deﬁnition of thermal conductivity and speciﬁc heat, another routine,
called UMATHT (user-deﬁned material's thermal behaviour), should be used in addition to a
UMAT routine in ABAQUS.
These implementations are straightforward from the experimental data. A special feature of the
eﬀective thermal conductivity of pebble beds is the dependence not only on temperature but
also on the inelastic volumetric strain in this investigation. Therefore, information concerning
the thermo-mechanical coupling has to be passed between these two routines.
6.5 Veriﬁcation
As discussed above, the phenomenological model introduced in Chapter 4 has been implemented
in ABAQUS by both UMAT and UMATHT routines. The veriﬁcation is presented in this
section. We take the database for the reference Li4SiO4 and beryllium pebble beds provided by
Fokkens (2003), where the coeﬃcients for both uniaxial compression tests and creep experiments
(Reimann and Worner, 2001; Reimann and Harsch, 2004) are provided.
Simulations for uniaxial compression and creep tests have been carried out by a single ﬁnite
element (CAX8RT element in ABAQUS). Figure 6.5 shows the comparison between the predic-
tions by the present user-deﬁned material routine and experimental data. Figures 6.5-(a) and
(b) show the uniaxial compression tests at room temperature for Li4SiO4 and beryllium pebble
beds, respectively. In uniaxial compression tests, the material parameters are identiﬁed from
the empirical curves with the method proposed in Chapter 5. The maximum compressive stress
reaches 6 MPa. Good agreements are found in both loading and unloading branches.
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The creep experiments of both Li4SiO4 and beryllium pebble beds are compared with the pre-
dictions in Figure 6.5-(c) and (d), respectively. The material parameters (A∗, B, m, n) in Eqn.
(4.33) can be identiﬁed by the method in Chapter 5 from the experimental coeﬃcients (A, B,
m, n) as well. The hydrostatic pressure p is used here as the driving force for creep, while in the
empirical curves the pressure σy is employed. A factor αcr is thus used to adjust the diﬀerence
between experimental data and predictions, for instance, A∗ = αcrA. For Li4SiO4, αcr = 0.45,
and for beryllium pebble beds, αcr = 0.48 gives the best ﬁt to the experimental data. These
values are diﬀerent from the ones mentioned in Section 5.2.2, since the creep potential has been
modiﬁed according to Eqn. (6.36). For each material, two diﬀerent conditions have been carried
out: for Li4SiO4, (1) 6.5 MPa and 650 oC as well as (2) 2.2 MPa and 850 oC; and for beryl-
lium pebble beds, (1) 3.5 MPa and 500 oC as well as (2) 1.7 MPa and 650 oC. The prediction
consists well with the experimental data.
(a) (b)

























































































Figure 6.5: Validation of the user-deﬁned material routine, including UCT of (a) Li4SiO4 and
(b) beryllium, and creep experiments of (c) Li4SiO4 and (d) beryllium pebble beds.
The veriﬁcations show that the present implementation of the material model has been successful
for ceramic breeder and neutron multiplier pebble beds.
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6.6 Summary
In this chapter, user-deﬁned material routines are introduced to implement the phenomeno-
logical model into a ﬁnite element code. The material properties include nonlinear elasticity,
time-independent plasticity with non-associated plastic ﬂow, creep and thermo-mechanical in-
teractions. The update scheme for stresses and internal variables, and the Jacobian matrix with
respect to the incremental strain history are two important issues in a user-deﬁned material
routine.
The return mapping algorithm is adopted as the integration scheme for elasto-plasticity. The
elasto-plastic consistent tangents are given at the end of each time increment. Based on the
Drucker-Pager-Cap theory, we have re-implemented these material properties into UMAT and
UMATHT routines in ABAQUS. We also changed the consolidation creep potential to overcome
the limitations of the default form in ABAQUS. Other material properties, which are essential to
perform fully coupled thermo-mechanical analyses of pebble beds, have also been implemented.
Veriﬁcations have been made for both the uniaxial compression tests and creep experiments.






With the phenomenological model of pebble beds discussed in previous chapters, structures con-
taining pebble beds, such as HCPB blankets, are possible to be analyzed using coupled thermo-
mechanical ﬁnite element codes. But before the material model is employed into engineering
applications, the interfacial behaviour of interactions between the pebble bed and container wall
has to be investigated. The interfacial behaviour is important in thermo-mechanical analyses
since it provides boundary conditions for the bulk region of the pebble bed, in terms of both
temperature and displacement.
The pebble-wall interactions can be split into two categories: (1) mechanical interactions; and
(2) the interfacial heat transfer. For mechanical interactions, the interfacial contact and friction
forces can be taken into account in the ﬁnite element code by a frictional contact law, such as
the Coulomb friction law, without too much eﬀort on considering the microstructure of pebble
beds. However, for the heat transfer coeﬃcient (HTC) between the contacting parts it needs
special emphasis. The HTC depends on the properties of the bulk materials, overall properties
of the pebble bed, as well as the temperature and mechanical ﬁelds near the interface.
In this chapter, after the review of available experiments and models, the interfacial heat trans-
fer is investigated theoretically, taking into account the mechanical contributions. Then the
prediction of the model is compared to the experimental data, and some discussions are made.
7.1 Available experiments and models
7.1.1 Experiments
Experimental investigations on heat transfer coeﬃcients for pebble-wall interfaces have been
carried out by diﬀerent researchers. Dalle Donne and Sordon (1990) have performed experiments
for the interface between a Li4SiO4 pebble bed and stainless steel container. The ceramic pebbles
have an average diameter of 0.5 mm and a packing factor of 61.9%. Tehranian et al. (1994) and
Tehranian and Abdou (1995) have studied diﬀerent types of pebble beds contacting with stainless
steel, including aluminium pebbles with a diameter of 0.8 mm and packing factor of 63%, and
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Li2ZrO3 (lithium zirconate) pebbles with an average diameter of 1.2 mm and packing factor of
65-69%. The purge gas consisted of either air or helium at diﬀerent pressures. Mechanical load
has been taken into account in their work, but the average bed temperature is comparably low.
For beryllium pebble beds, interfaces have been investigated experimentally by Dalle Donne et al.
(2000) and Abou-Sena et al. (2003). The ﬁrst type of the experiments for the interfaces between
beryllium pebble bed and container wall has been carried out in a stainless steel container, and
beryllium pebbles had a diameter of 2 mm and two kinds of packing factors, namely, 60% and
63% (Dalle Donne et al., 2000). Due to the experimental setup, it was not easy to separate the
inﬂuences of temperature and mechanical loads. Recently, Abou-Sena et al. (2003) have studied
the interfacial heat transfer of a beryllium pebble bed (d=2 mm, PF=60.6%) in contact with
a layer of silicon carbide (SiC), including the dependence on both the bed temperature and the
compressive stresses.
In the above experiments, the basic strategy is to extrapolate the temperature measurements on
thermo-couples, located inside the pebble bed, to the pebble-wall interface as Tb, and meanwhile
measure the wall temperature Tw. Knowing the surface heat ﬂux q via the interface, the HTC
can be expressed as
h =
q
Tb − Tw . (7.1)
However, inaccuracy of the measurements is introduced by diﬀerent factors, such as variations of
errors on the thermo-couples. Another important fact is that the temperature drop through the
pebble-wall interface is comparably small, due to the limitation of the heat supply in the exper-
iments. Therefore, the measurements of HTC vary in a wide range of magnitudes (Dalle Donne
and Sordon, 1990). A theoretical model of the interfacial heat transfer is essential to understand
the pebble-wall interactions.
7.1.2 Models
Models of interfacial heat transfer have been proposed mainly for a packed bed in contact with
a ﬂat surface, rather than for the speciﬁc case of the interfaces between pebble beds and wall
under fusion-relevant conditions. The latter case includes some speciﬁc features, such as using
high temperature helium as interstitial gas and having a low solid-to-gas conductivity ratio. But
the basic notion of these models can be utilized in this investigation.
Among the existing interfacial models, a unit cell is commonly used to study the case of the
thermal contact conductance of a single spherical particle-wall interaction. The interfacial heat
transfer can be separated into diﬀerent mechanisms, such as the one in the solid-gas and the solid-
solid region. Diﬀerent assumptions have been made about the temperature distribution inside
the unit cell, e.g., temperatures at the surfaces of the bulk materials can be assumed to be either
uniform (Schlünder, 1982) or non-uniform (McGee et al., 1985). The heat transfer through the
interstitial gas gap has been mostly concerned (Schlünder, 1982), while recent models consider
not only the contact between pebble and wall, but also the inﬂuence of wall materials (Kikuchi,
2001). In most cases, a parallel heat transfer has been assumed in the solid-gas region. For the
solid-solid contact region, Peterson and Fletcher (1988) have studied the interface in vacuum,
and compared the model with experiments. Gorbis et al. (1995) have proposed a model using
the near-wall conductivity, considering both solid-gas and solid-solid regions. Except for the
work of Kikuchi (2001), the wall eﬀects have not been considered in literature. However, it
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would be an issue if the wall material has a lower thermal conductivity than the bulk material
of pebbles, such as in the case of the interface between beryllium pebble beds and the stainless
steel container. For applications in fusion blankets, Reimann et al. (2005a) have investigated
the pebble-wall interactions of ceramic and beryllium pebble beds based on Schlünder's model,
and this model has been proposed to be the reference database for pebble beds. Nevertheless,
the solid-solid contact region and wall eﬀects have not been taken into account in this model.
Finally, an averaging method is applied to transfer the results from the microscopic study into
a phenomenological model. In this way, the HTC model can be combined with a ﬁnite element
code as shown in Figure 7.1. The HTC model needs the deﬁnitions of the contacting materials
from the material database, i.e. material properties with respect to temperature, and state
variables from the ﬁnite element analysis, such as temperature, strains and stresses. On the
other hand, the ﬁnite element code needs the HTC value as an input for predicting the current
temperature distribution. These procedures are coupled, but an explicit scheme can be adopted
in each increment with an adequate time step, e.g., calculating the HTC value with the state
variables at the beginning of the time step, and then providing thermal boundary conditions for
the ﬁnite element code.
Figure 7.1: Interface between the HTC model and a ﬁnite element code.
7.2 Modelling of interfacial heat transfer
For the heat transfer between two surfaces, the deﬁnition of the thermal contact conductance





where q is the surface heat ﬂux through the interface and ∆T is the additional temperature drop
due to the presence of the imperfect joint. In this work, this concept can be directly employed
into the investigation of the pebble-wall interaction.
Here, we focus on pebble-wall interfaces, i.e. interfaces between pebble bed and container wall.
Perpendicular to the interface between the near-wall pebbles and the container wall, there is an
area of A containing N contact zones (see Figure 7.2). These contacting pebbles have a radius
of R, projected onto the interface as dashed circles, and the average radius of the contact zones
is a. These contact areas could be assumed to have the same temperature as the contacting
pebbles, and they seem to be "hot spots" on the wall if the heat is transferred from the pebbles
to the wall region.
In order to obtain the HTC value of the interface, we have to take into account the density of







Figure 7.2: Multiple "hot spots" model for the thermal contact conductance.
depending on the near-wall packing structure, which can be either a regular or a random packing
of pebbles. To estimate the value of parameter L, we assume that the pebbles are packed
regularly. Thus for the (001)-direction of a FCC packing, the typical value of L/R is 4/pi; and
for the (001)-direction of a BCC packing, it is 16/3pi.
Considering the condition of axisymmetry, a basic unit cell can be sketched as in Figure 7.3-(a).
This is a microscopic side view of each contact zone, and includes the regions of the wall, pebble
and interstitial gas. The pebble has a radius of R, and the unit cell has a thickness of 2R. The
radius of the unit cell is L, depending on the topology of the packed pebbles near the wall, as
deﬁned in Eqn. (7.3). We use L = 4R/pi in this unit cell.
The temperature distribution along the direction perpendicular to the interface, representing the
temperature averaged in r-direction at each cross-section, is schematically drawn in Figure 7.3-
(b). The two temperature values at the upper and lower boundaries of the unit cell, denoted as T1
and T0, respectively, are connected by a solid curve as the actual temperature distribution. Two
dashed lines indicate the temperature distributions extrapolated by the thermal conductivity of
wall material, kw, and the eﬀective thermal conductivity of the pebble bed, keff , respectively.
The temperature diﬀerence ∆TC at the interface is calculated by the diﬀerence of these two
extrapolated temperatures, and it is the additional temperature drop due to the presence of the









In principle, the heat transfer via an interface occurs by a combination of four diﬀerent modes:
conduction through the pebble-wall contacts, conduction through the interstitial gas, convection
in the interstitial gas region, and thermal radiation. Researchers (Lang, 1962) have pointed out
that the convection mode is usually negligible for gap widths of up to 6 mm (corresponding to
a Grashof number of 2000 for air at atmospheric pressure of 101 kPa and a temperature of 300
K). A similar conclusion has been made by Yagi and Kunii (1960). In the case of helium being
the interstitial purge gas, as in fusion blankets, the convection mode is hence negligible.
We separate heat ﬂux q through the unit cell into three main mechanisms in Figure 7.4: (a) qc,
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Figure 7.3: (a) The unit cell of the HTC model; (b) the temperature distribution.
heat transfer through the solid-solid contact; (b) qg, through the gas gap; and (c) qr, by thermal
radiation. Thus, these types of heat ﬂux fulﬁll the condition
q = qc + qg + gr . (7.5)
In Figure 7.4, the notations, keff , kp, kw and kg, indicate the eﬀective thermal conductivity of
pebble beds, thermal conductivities of the bulk material of pebbles, wall material and interstitial
gas, respectively.
Figure 7.4: Three mechanisms of heat transfer in the unit cell.
Since the equations of thermal conduction have a similar form as Ohm's law, these types of ther-
mal conduction can be summed in the same manner as serial and parallel electrical conductors.
The electrical analog of the problem considered here can be sketched as in Figure 7.5. Inside
each mechanism, the thermal resistors are in series, while for the three diﬀerent mechanisms,
these overall resistors are in parallel. Therefore, the objective of this analysis is to ﬁnd the
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In the following section, analyses of the diﬀerent mechanisms are made. Based on Eqn. (7.6),
the heat transfer coeﬃcient of the interface, h0, can be obtained.
Figure 7.5: Electrical analog of thermal conductances in Figure 7.4.
7.3 Analysis of the unit cell
In this section, three diﬀerent mechanisms are analyzed separately, by which the overall be-
haviour of the unit cell can be obtained. We assume that the heat transfer through each
pebble-wall unit cell at the interface is identical. Therefore, the phenomenological heat transfer
coeﬃcient is directly obtained from the unit cell.
7.3.1 Solid-solid region
The ﬁrst mechanism of the interfacial heat transfer is conduction via the pebble-wall contact
in the unit cell. To solve the problem analytically, the change of the mechanical ﬁeld with
respect to the compressive stress present at the interface, pn, has to be taken into account. If
the interface has a surface normal n, pn = σ · n. According to the Hertzian solution (Johnson,
1985), we have the following relation between the radius of the contact zone and the contact







where Kp and Kw depend on the elastic moduli of the bulk materials, as Ki = (1 − ν2i )/piEi
with i = p, w.
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In the solid-solid region, Madhusudana (1995) has provided a solution for the thermal conduc-





Here, k = 2kwkp/(kw + kp) is the harmonic mean of the bulk thermal conductivities of wall and
pebble, and a is the radius of the contact spot in Eqn. (7.7).
Peterson and Fletcher (1988) have investigated the interfacial heat transfer in vacuum experi-
mentally, which results in the summation of the contributions of solid-solid contacts and thermal
radiation. The analytical result of the solid contact conductance ﬁts well with the experiments,
since the contribution of thermal radiation is relatively small.
7.3.2 Solid-gas region
As shown in Figure 7.3-(a), the distance between the two surfaces at the same radial position r
can be expressed as
δ0(r) =
{
R−√R2 − r2, r < R ,
R, L ≥ r ≥ R . (7.9)
This expression is valid while the bulk materials of pebble and wall are hard materials, and thus
the gap reduction due to compressive stresses is negligible over a certain range of the mechanical
load. Otherwise, the gap reduction can be taken into account by the relative displacement
between the contacted surfaces.
To study the heat transfer via a interstitial gas gap, general properties of the gas gap are ﬁrst
shown here. For the gas gap, the thermal conductivity in the microscopic region near the solid
surface is decreased by the Smoluchowski eﬀect. This eﬀect accounts for the ineﬃciency in energy
exchanges between gas molecules and solid surfaces during single collisions (Madhusudana, 1995).
Thus, the thermal conductivity of a gas gap with a width of δ0(r) reads as
kg(r) =
kg,∞
1 + (∆ + j)/δ0(r)
, (7.10)
where kg,∞ is the thermal conductivity of gas without the eﬀect of solid-gas interfaces and ∆ is
the summation of surface roughness. The coeﬃcient j is the temperature jump distance, taking
into account the Smoluchowski eﬀect. In a suﬃciently large gas gap, the Smoluchowski eﬀect











where αi denotes the accommodation coeﬃcient of the interstitial gas on the corresponding
surface, γ is the ratio of speciﬁc heats, λ is the mean free path of gas molecules and Pr is the









to the one λ0 at temperature T0 and pressure p0. It has been suggested by Song and Yovanovich
(1987) that the accommodation coeﬃcient α = 0.4 can be used in most engineering surfaces to
give a reasonable approximation.
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In this region, h(b) can be directly obtained from the analysis of the unit cell, instead of calcu-
lating hg.
In the solid-gas region, diﬀerent assumptions for the heat transfer can be made. The interstitial
gas gap has been studied under the following assumptions by Schlünder (1982): (1) the temper-
ature on each surface is uniform; (2) the temperature diﬀerence between two diﬀerent surfaces is
the additional temperature drop ∆TC of the unit cell; and (3) the heat ﬂow is one dimensional.








2pir dr . (7.14)
It is valid while kg  kp and kg  kw. This expression can be used for packed beds and gives
reasonable results, although assumptions have been made that all contacts are point-wise and
the surfaces have zero roughness (Schlünder, 1982). In other words, this model does not separate
the eﬀects of the solid-solid and solid-gas regions. Thus, the model can give an overestimation
if we only consider the solid-gas region.
Alternatively, the heat transfer can be assumed to follow parallel heat pipes from the top to the
bottom of the unit cell (McGee et al., 1985). Compared with the assumptions made by Schlünder
(1982), assumption (1) has been released, so the temperature distributions on the surfaces can
be position-dependent; assumption (2) is irrelevant in this case; assumption (3) remains and the
parallel heat transfer is also assumed in this case. This model considers the eﬀects of both the














2pir dr . (7.15)
Both types of assumptions give comparable predictions of the heat transfer coeﬃcient, while
the value obtained by the second one is smaller, especially for materials with a low solid-to-gas
conductivity ratio. Therefore, for ceramic breeder pebble beds, the Schlünder model usually
gives an overestimation. In this investigation, we use the second type of modelling for the
solid-gas region.
7.3.3 Radiation eﬀect




1/w + 1/p − 1T
3
i (7.16)
where Cs is the Stefan-Boltzman constant (5.67 × 10−8W/m2K4), w is the emissivity of the
wall, and p is the emissivity of pebble bed. Figure 7.6 shows the radiation eﬀects as a function
of temperature, with diﬀerent values of emissivity. In this investigation, we use w = p = 0.5.
The radiation eﬀect will be negligible in the low temperature region, which can also be found in
Peterson and Fletcher's experiments.
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Figure 7.6: Radiation eﬀect as a function of temperature.
7.3.4 Overall behaviour
Substituting the solutions of hc, hg (or h(b)) and hr into Eqn. (7.6), we can solve for the value of
h0. This solution represents the dependence on the temperature, gas pressure and mechanical
ﬁeld. By implementing this relation into the ﬁnite element code, the heat transfer coeﬃcient
can be realized into the fully coupled thermo-mechanical analysis.
7.4 Comparison with the experiments
The heat transfer coeﬃcient depends on the additional temperature drop ∆TC at the interface,
which is typically small and not easy to be measured in experiments. Only a few related
measurements are available for Li4SiO4 and beryllium pebble beds in literature (Dalle Donne
and Sordon, 1990; Dalle Donne et al., 2000; Abou-Sena et al., 2003). In this section, we compare
the prediction of the theoretical model with the available experimental data.
7.4.1 Material parameters
For the present HTC model, the material properties are required for the purpose of validation.
The temperature dependence of the bulk material properties is not taken into account to simplify
the prediction in this investigation, since the eﬀect is moderate. Therefore, the temperature
dependence of the heat transfer coeﬃcient is dominated by the interstitial gas phase in this
investigation.
Table 7.1 shows the properties of the bulk materials used in this investigation.1 Table 7.2 shows
the parameters for the gas gap thermal conductivity, and here helium is chosen as the interstitial
purge gas. The surface roughness (∆) of these materials is set to 5 µm. The eﬀective thermal
conductivities of pebble beds are listed in Table 7.3. These measurements have been made in the
1Data from Fusion Network : http://fusionnet.seas.ucla.edu/fusionnetwork/index.php
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corresponding experiments to obtain heat transfer coeﬃcients. The reference eﬀective thermal
conductivities can be found in Chapter 4 for both Li4SiO4 and beryllium pebble beds.
Table 7.1: Properties of bulk materials for heat transfer coeﬃcients
Bulk material Thermal conductivity Young's modulus Poisson's ratio
(W/mK) (GPa)
Beryllium 176.95 287 0.032
Li4SiO4 1.42 90 0.24
Stainless Steel 14.15 196 0.30
SiC 45 450 0.21
Table 7.2: Parameters for the gas gap thermal conductivity
Thermal conductivity kg,∞(W/mK) 3.623× 10−3 × T (K)0.66
Ratio of speciﬁc heats γ 1.66
Prandtl number Pr 0.67
Accommodation coeﬃcient α 0.4
Mean free path of gas molecules λ (nm) 0.186 (T0 = 300K, p0 = 101kPa)
7.4.2 Comparison with available experiments
Table 7.4 shows a summary for the experimental HTC results. These related experimental inves-
tigations can be classiﬁed into three types according to their bulk materials: (1) the Be/stainless
steel interface (Dalle Donne et al., 2000); (2) the Be/SiC interface (Abou-Sena et al., 2003); and
(3) the Li4SiO4/stainless steel interface (Dalle Donne and Sordon, 1990). The above material
properties, as well as the eﬀective thermal conductivity of pebble beds, are used as inputs to the
present interfacial model.
Table 7.3: Correlations for the eﬀective thermal conductivities of pebble beds
keff(W/mK); Tm(
oC) is the mean temperature of the pebble bed; d is the mean diameter of pebbles; η denotes
the packing factor; and ε(%) is the compressive strain. Ref.: [1] Dalle Donne et al. (2000); [2] Abou-Sena et al.
(2003); [3] Dalle Donne and Sordon (1990).
Types Thermal conductivity Ref.
Be d = 2 mm; 2.499 + 2.07 · 10−3Tm [1]
η = 63%.
d = 2 mm; 1.823 + 2.053 · 10−3Tm [1]
η = 60%.
d = 2 mm; 1.9712 + 2.2 · 10−3Tm [2]
η = 60.6%.
Li4SiO4 d = 0.5 mm; 0.736 (Tm = 51.6); [3]
η = 61.9%. 0.825 (Tm = 131.6)
(1) Be/stainless steel
Figure 7.7 shows the comparison between the present HTC model and experimental results for
the Be/stainless steel interface. This type of experiments has been performed in PEHTRA
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Table 7.4: Heat transfer coeﬃcients of pebble-wall interactions
Tw(
oC) is the near-wall temperature of the pebble bed. Ref.: [1] Dalle Donne et al. (2000); [2] Abou-Sena et al.
(2003); [3] Dalle Donne and Sordon (1990).
Types HTC (W/m2K) Ref.
Be d = 2 mm; 369 + 0.8666Tw + 3.472 · 10−3T 2w [1]
η = 63%. (Be/stainless steel)
d = 2 mm; 614.6− 0.8867Tw + 7.899 · 10−3T 2w [1]
η = 60%. (Be/stainless steel)
d = 2 mm; data points [2]
η = 60.6%. (Be/SiC)
Li4SiO4 d = 0.5 mm; data points [3]
η = 61.9%. (Li4SiO4/stainless steel)
(Dalle Donne et al., 2000), with a cylinder container and a rod heater located in the center. It is
diﬃcult to control the thermal stresses induced by the temperature changing. Therefore, the heat
conductance at high temperatures increases due to not only the changing thermal conductivity of
the interstitial gas with respect to temperature, but also due to the induced compressive stresses
at the interface. A small increase of the compressive stresses can introduce notable changes
on the value of the HTC, since beryllium has a relatively high thermal conductivity. Although
the model overestimates the value at low temperatures, it still gives reasonable predictions,
including the temperature dependence and the diﬀerence between the two cases with diﬀerent
packing factors.
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Figure 7.7: Comparison of the HTC model with data from Dalle Donne et al. (2000): the
Be/stainless steel interface.
(2) Be/SiC
For the Be/SiC interface, the comparison between the predictions and experiments can be found
in Figure 7.8. Abou-Sena et al. (2003) have performed a series of measurements to investigate: (i)
the dependence on the mean bed temperature, and (ii) the dependence on the pressure at a ﬁxed
bed temperature. Figure 7.8-(a) shows that the HTC changes over the mean bed temperature,
from room temperature to 450 oC. In Figure 7.8-(b), the pressure varies from 0 to 2 MPa at a
mean bed temperature of 270 oC. The prediction shows a clear increment with respect to the
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mechanical pressure. An overestimation of the theoretical model is also found in this case.
(a) (b)



























































Figure 7.8: Comparison of the HTC model with data from Abou-Sena et al. (2003): the Be/SiC
interface. HTC over: (a) the mean bed temperature; (b) the compressive stresses (Tm = 270oC).
(3) Li4SiO4/stainless steel
The available experimental data are limited in the case of the Li4SiO4/stainless steel interface
(Dalle Donne and Sordon, 1990). The cylinder container with a heater rod in its center has also
been used here. Two data points have been measured near the heater side (the inner wall) and
the others near the coolant side (the outer wall). Figure 7.9 shows the comparison between the
model and measurements. It has been suggested that these data from the inner wall are more
reliable, due to the presence of larger temperature drops (Dalle Donne and Sordon, 1990). The
outer wall has smaller temperature drops, and thus the HTC is diﬃcult to be determined there.
The level of the compressive stresses inside the container is not clear, and hence we use the
prediction of uncompressed pebble beds, similar to the case of the Be/strainless steel interface.
The HTC model here gives an underestimation of the experimental data at the heater side, and
an overestimation at the coolant side.
7.5 Discussion
The diﬀerences between the prediction of the present HTC model and experimental data can be
found in the previous section. Here, we will ﬁrst discuss some issues concerning the accuracy of
both the theoretical model and the experimental measurements.
7.5.1 Predictions and experimental measurements
One explanation for the error introduced by experiments is, as sketched in Figure 7.10-(a), the
diﬀerence between the real temperature distribution (dashed-curve) and the extrapolated one
(solid-line) inside a pebble bed. The additional temperature drop ∆TC is calculated by the
diﬀerence between the near-wall temperature Tn and wall temperature Tw,n, where n = 1, 2
indicates the position of the interface. The mean temperature of the bed is denoted by Tm.
Here, we consider the eﬀective thermal conductivity of the pebble bed to be a monotonically
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Figure 7.9: Comparison of the HTC model with data from Dalle Donne and Sordon (1990): the
Li4SiO4/stainless steel interface.
increasing function of temperature. For the temperature distribution extrapolated by using
keff(Tm), as the solid-line, this introduces larger ∆TC at the low temperature side, and smaller
∆TC at the high temperature side. This phenomenon can also be observed in the experimental
results from Dalle Donne and Sordon (1990): the outer wall measurements of the HTC are much
lower than the ones near the inner wall, as shown in Figure 7.9. However, the magnitudes of
these two types of measurements should be comparable.
Correspondingly, in the theoretical model, a similar simpliﬁcation has been made during valida-
tion. To extrapolate the temperature inside the unit cell, we use the eﬀective thermal conduc-
tivity keff as a function of the mean bed temperature Tm to compare with experiments, while in
practice the near-wall temperature Tn should be used. The diﬀerence is notable for pebble beds
having low eﬀective thermal conductivities, and thus having larger values of |Tm − Tn|. This
eﬀect in the near-wall regions can be sketched as in Figure 7.10-(b). It turns out to give an over-
estimation near the high temperature region, and an underestimation near the low temperature
region.
Furthermore, the gas properties depend on the local temperature, as shown in Table 7.2. Using
the near-wall temperature Tn instead of the local interstitial gas temperature Tg introduces
additional errors. Since the gas has lower thermal conductivity than the bulk material of pebbles,
in a pebble bed, Tg < Tn at the heater side and Tg > Tn at the coolant side. For instance, if the
thermal conductivity of the interstitial gas is a monotonic increasing function of temperature,
the present model overestimates the value of the HTC at the high temperature region, and vice
versa.
Except for the experiments conducted by Abou-Sena et al. (2003), the mechanical ﬁeld has not
been separated from the temperature ﬁeld. However, the size of the contact zone is important
for the beryllium pebble-wall interactions, as shown in Figure 7.8-(b). With more information
from the experiments, the prediction of the present model can be better validated. We have also
observed the changes of the average coordination number in the bulk region with the discrete
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element simulations in Chapter 3. The stress state can also introduce a variation of the contact
number between pebbles and the wall during heating. In the theoretical model, however, the
contact number has been ﬁxed as an intermediate value (L/R = 4/pi), and this gives an overes-
timation in the region with low compressive stresses, and an underestimation in the region with
high compressive stresses.
The present HTC model with a unit cell presumes that keff is independent of the near-wall
packing, except for the ﬁrst (1/2)-diameter region to the wall. Nevertheless, the changes of the
topology locate mainly in the region of 4 diameters away from the wall (Gray, 1968). Recently,
with the help of microtomography, it was possible to investigate how the packing factor changes
near-wall (Reimann et al., 2007). The eﬀective thermal conductivity could be varied, most likely
to be decreased, but the inﬂuence is not clear up to date. According to this fact, the HTC model
can give an overestimation compared to the real situation.
Figure 7.10: (a) Schematic drawing of temperature distributions; (b) the near-wall regions.
The above mentioned facts inﬂuencing the accuracy of the predictions are listed in Table 7.5.
Despite the fact that the current model already gives reasonable representations of the experi-
mental observations, the inﬂuences of factors (1)-(3) can be eliminated if more information can
be provided in further experiments. For instance, Tn and Tg can be derived from the experimen-
tal data as a function of Tm, and moreover, the compressive stresses can be observed explicitly
as provided by Abou-Sena et al. (2003). Here, we discuss the reasons why inaccuracy exists
during validation. However, for a fully coupled thermo-mechanical analysis of the structure
containing pebble beds, we consider local temperature and stress state in the interfacial model,
which eliminates the inﬂuences of (1) and (3). In engineering applications, the prediction of
the present theoretical model, h0, gives usually an overestimation, such as in the benchmark
exercises of HELICA and HEXCALIBER. We suggest to use h¯ = αh0 (α < 1) to calibrate the
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heat transfer coeﬃcient, for example, a value of α = 0.6 ∼ 0.8 has been used in the analyses of
the HELICA and HEXCALIBER benchmark exercises (Gan and Kamlah, 2008).
Table 7.5: Factors inﬂuencing predictions of the present HTC model
Inﬂuencing factors Low temperature High temperature
(1) Eﬀective thermal conductivity using Tm † underestimation overestimation
(2) Gas properties using Tw underestimation overestimation
(3) Without compressive stress underestimation underestimation
(4) Near-wall topology overestimation overestimation
† For both the theoretical model and experiments.
7.5.2 Gap formation
In the case of gap formation, a layer of interstitial gas can be added to the unit cell. The solid-
solid region is removed from this model, and the gap formation can be taken into account by
varying the thickness of the gas gap. A simpliﬁed model can be written as
h¯0 = (1/h0 + δ/kg,∞)−1 , (7.17)
where δ is the thickness of the additional gas gap, and h0 is the solution of the unit cell without
the solid-solid region.
In spite of the simpliﬁcation made in the present theoretical model, it gives reasonable predic-
tions. The model has been implemented in ABAQUS, coupled with the phenomenological model
for the bulk region of pebble beds, to perform thermo-mechanical analyses of HCPB blankets
under fusion-relevant conditions.
7.6 Summary
In this chapter, the heat transfer via the pebble-wall interface has been investigated theoretically.
A model to estimate the interfacial heat transfer coeﬃcient, based on the temperature and
mechanical ﬁelds, has been proposed. In this model, a unit cell, consisting of a solid-solid
region, a solid-gas region and thermal radiation, has been analyzed.
Comparisons are made to validate the present HTC model to limited available experiments.
The diﬀerences between the predictions and the experimental data can be explained through
the discussions of the current HTC model. This model can be implemented straightforwardly in
a ﬁnite element code to perform fully coupled thermo-mechanical analyses of structures taking





In this chapter, we ﬁrst review the existing mock-up experiments of pebble beds, among which
the HELICA out-of-pile experiment has been used as a benchmark exercise for EU associations.
The present phenomenological model, as well as the interfacial model, is employed in the ﬁnite
element analysis for the overall behaviour of the lithium orthosilicate cassette, which is heated
by electric heaters to represent volumetric heating inside the pebble bed. Predictions of the
numerical study are compared with the experiment, including temperatures measured by the
thermo-couples located inside the pebble bed and the lateral deformation of the cell. Finally,
some remarks concerning structural analyses of pebble beds are made.
8.1 Background
To investigate the thermo-mechanical properties of pebble beds under fusion-relevant conditions,
mock-up experiments are carried out by means of in-pile and out-of-pile tests. For the ﬁrst type
of experiments, the pebble bed assembly (PBA) and EXOTIC experiments are two typical
examples (van der Laan et al., 2000a,b, 2002; Fokkens, 2003; Piazza et al., 2004). These in-pile
experiments are usually put into high ﬂux ﬁssion reactors, such as the HFR in NRG Petten, the
Netherlands. Thermo-mechanical properties and, especially, irradiation eﬀects can be studied
by this type of experiments. However, due to the limited space in the ﬁssion reactor core,
comparably small capsules have been used. In such cases, the ratio of the diameter of pebbles
to the dimension of capsules is too large to represent the overall behaviour of pebble beds used
in fusion blankets.
The out-of-pile experiments have been used, besides other purposes, to validate the material
models which have been proposed by diﬀerent EU associations (NRG, Petten; DIN, Palermo;
and FZK, etc.). Among these mock-up experiments, HELICA (HE-FUS3 Lithium Cassette)
and HEXCALIBER (HE-FUS3 Experimental Cassette of Lithium and Beryllium Pebble Beds)
are launched in the HE-FUS3 facility at ENEA Brasimone, Italy (Dell'Orco et al., 2006, 2007).
Thermo-couples (TCs) and linear variable displacement transducers (LVDTs) have been placed
to monitor the responses of the pebble beds under diﬀerent loading conditions. To minimize
the disturbing by TCs located inside the pebble layers, their number has to be limited. On
the other hand, stresses and strains are diﬃcult to be measured experimentally inside pebble
beds. Therefore, the ﬁnite element simulation using a proper material model is very important
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to understand the thermo-mechanical behaviour of pebble beds. The comparison between the
simulation and experiments can be carried out at the positions where the measurements are
made in experiments.
8.2 Finite element model of HELICA mock-up
In the following sections, the HELICA mock-up experiment is modelled and analyzed by using
the coupled thermo-mechanical model, which has been implemented in ABAQUS. A two-cycle
loading has been simulated, in order to investigate not only the response at the maximum
loading, but also cyclic eﬀects.
8.2.1 Experimental setup
As an out-of-pile experiment, the HELICA mock-up consists of (see Figure 8.1): a single welded
cell, made in ferritic-martensitic steel (ASME SA 387 grade T91); the breeder cell, divided into
three sub-cells by two ﬂat electric heaters, namely, two outer sub-cells and one middle sub-cell;
two cooling plates, constrained by a stack of cup springs to provide adequate heat conductance
at the interface to the cassette; a ﬂanged plug, closing the test cell and providing the power
supply and instrumentation lead-throughs. The HELICA mock-up is ﬁlled with breeder ceramic
pebbles (Li4SiO4, diameters between 0.2∼0.4 mm) and heated by the two above mentioned
electric heaters located inside the breeder cell to reproduce the designed temperature increase
of the pebble bed. Each electric heater generates a surface heat ﬂux of 42 kW/m2 in 6 one-hour
subsequent steps. The breeder cell ﬁlled with pebbles is divided into the 3 sub-cells mentioned
earlier, 446 mm in width, 192 mm in depth and 4.6 mm in thickness. During the test, the
temperature inside the breeder cell can be read out by TCs located inside the pebble layer.
These TCs are placed at diﬀerent distances, namely, 55/100/150 mm, to the ﬁrst wall (FW).
Furthermore, the displacements at speciﬁc places, e.g., horizontal and vertical directions, are
measured by LVDTs. In HELICA, 6 LVDTs measure the lateral deformation of the steel cassette
during operation. The stiﬀness plate is constantly pressed with the magnitude of 0.09 MPa.
HELICA has been cooled by helium gas with an inlet ﬂow rate of 8 g/s, pressure of 1.5-1.7
MPa and temperature of 200oC; the breeder cell has been purged by a helium ﬂow of 0.002 g/s,
pressure of 0.05-0.1 MPa and inlet temperature of 50oC.
8.2.2 Geometric model of HELICA mock-up
Considering not only the ratio of the width to the thickness of the cassette, but also similar
loading conditions along the width, a 2D generalized plain strain model has been used in this
investigation. The out-of-plane deformation is set to be identical to the one caused by thermal
expansion of the cassette. Despite the fact that the helium temperature varies along the cooling
channel, here we take the helium temperature at the middle cross-section of the cooling plate
as the reference value, since the structural materials have higher thermal conductivities than
helium and hence are less sensitive to the variation of the helium temperature. Furthermore,
the geometric symmetry of the model has been taken into account for reducing the size of
the FE model, by applying mechanical and thermal symmetry boundary conditions to this
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plane. Figure 8.2 shows the geometric model of HELICA with ﬁnite element meshes, based on
the IGES-ﬁle provided by ENEA Brasimone. In Figure 8.2, diﬀerent materials are shown in
diﬀerent colors: T91 steel (yellow), stainless steel (magenta), pebbles (red), inconel 718 (green),
kanthal (blue) and soft gasket (white). The material data used in this analysis are taken from
HELICA: Material Database (Fokkens, 2005), while the ones of the ceramic breeder pebble bed
are referred to the uniaxial compression and creep experiments performed in FZK (Reimann
et al., 2006a). The mechanical properties of the structural materials, such as Young's modulus
and the Poisson's ratio, are listed with respect to temperature. The properties of thermal
expansion, speciﬁc heat and thermal conductivity are also included in this material database to
perform the coupled thermo-mechanical analysis. The phenomenological model of pebble beds,
as discussed in Chapter 4, has been adopted to describe the overall thermo-mechanical behaviour
of ceramic breeder pebbles inside the breeder cell. Moreover, the identiﬁcation method has been
employed, as in Chapter 5, to extract the material parameters from experiments for the pebble
bed considered here. The properties of all the other materials are implemented in ABAQUS as
separate data sheets.
In this analysis, 4-node bilinear coupled temperature-displacement generalized plane strain ele-
ments (CPEG4T element in ABAQUS) are used. There are 3664 elements in the present model,
among which 1395 are the elements of the pebble layer. With generalized plane strain elements,
the deformation of a uniform out-of-plane strain can be taken into account, as caused by thermal
expansion of the container's material. The mesh can be found in Figure 8.2, and it is reﬁned in
the high temperature gradient area, i.e. inside the ceramic breeder layer.
Figure 8.1: HELICA mock-up (ENEA Brasimone) under testing in the horizontal direction.
8.2.3 Boundary conditions and loading history
The boundary conditions can be described as: interactions between the parts of HELICA mock-
up are modelled by surface contact; inside the cooling channels, and along the air-structure
interfaces, ﬁlm coeﬃcients (listed in Table 8.1) are applied to simulate the heat transfer via
93
Figure 8.2: Finite element mesh of HELICA mock-up.
the coolant-structure and air-structure interfaces. For the pebble-wall interface, the friction
coeﬃcient is set to be 0.02∼0.05 (the case of 0.02 is shown in this chapter), and the theoretical
model of the interfacial heat transfer has been implemented as discussed in Chapter 7. A forced
helium ﬂow in the channels of the cooling plate has an initial inlet temperature of 200oC. The
helium temperature increases in the range of 200∼300oC during the heat-up operation. The
surface of the mock-up is surrounded by air at room temperature (20oC).
The loading history of the electric heaters is plotted in Figure 8.3. In the ﬁrst hour, the HELICA
mock-up is uniformly heated up from room temperature to 200oC as the start-up procedure.
Then loading cycles are performed, lasting 8 hours for each cycle. The electric heater generates
a surface heat ﬂux ramping up from 0 to 42 kW/m2 by 6 one-hour steps, and the unloading
step lasts 2 hours. The numbers of the subsequent steps are listed in Figure 8.3. In each loading
step, the surface heat ﬂux is increased by 7 kW/m2 in the ﬁrst 10 minutes, and kept constant
in the following 50 minutes. Two loading cycles are applied in this investigation.
A uniform volumetric heating is applied to the electric heaters to provide the designed surface
heat ﬂux q (kW/m2). The corresponding magnitude of the power density ρ (MW/m3) can be





Table 8.1: Film coeﬃcients in the analysis.





The thermo-mechanical analysis of the above procedure has been performed in ABAQUS Version
6.6. The ﬁnite element calculation of two loading cycles takes around 3 hours on an IBM machine
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Figure 8.3: Loading history of the surface heat ﬂux (kW/m2) of the electric heaters during two
loading cycles.
(Power 4) with 1.5 GHz CPUs. The contact algorithm, coupled with the nonlinear material
model, needs extra iterations to reach convergence. The unloading paths cost more CPU time,
due to not only the instability of the material under shearing but also contact iterations caused
by surface separations during cooling down.
The yielding stress of the pebble bed (a few MPa) is much smaller than the one of the structural
materials (hundreds MPa), and this means that a small variation of stresses has totally diﬀerent
eﬀects on those two kinds of materials. An acceptable error in the structural material regions,
which could be introduced and accumulated in the ﬁnite element calculation, may cause the
pebble bed to deform with a very large inelastic increment, probably leading to a physically non-
realistic state or the instability of the material. Therefore, during the calculation, the default
criterion for convergence in ABAQUS is not valid any more. A much stricter criterion is adopted
in this investigation, in order to reach convergence and obtain physically realistic results in the
region of the pebble bed. The criterion is changed in such a way that the maximum residual forces
on nodes will not introduce signiﬁcant inelastic strains in the pebble bed. This modiﬁcation has
been made by setting an upper limit for the residual force in the part of the user deﬁned average
ﬂux q˜αu of the command "*CONTROLS, PARAMETERS=FIELD, FIELD=DISPLACEMENT"
in ABAQUS.
In this section, two cycles of loading have been simulated using the present phenomenological
model for pebble beds. The ﬁnite element calculation is compared to experimental data, includ-
ing the temperature and displacement measurements. The calculated stresses and strains inside
the pebble layer are also reported.
8.3.1 Temperature ﬁled
Figure 8.4 shows the comparison of temperature history between the measurements and pre-
dictions. The experimental data are taken from a typical cycle during the cyclic loading in the
experiments at ENEA Brasimone. The locations of the TCs along the thickness are sketched in
a small plot in Figure 8.4-(a). Since there are symmetrically distributed TCs in the HELICA
mock-up, except for the ones at the plane of symmetry (TC_01), the mean values of other
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TCs (TC_02, TC_03, TC_04) are calculated from two corresponding data sets. The predic-
tion underestimates the temperature at 55 mm (the maximum diﬀerence within 15oC), while
it overestimates the ones at 100 and 150 mm (the maximum diﬀerence within 30oC). For this
simpliﬁed FE model, the heat ﬂux generated by the heater and the temperature of the coolant
are assumed to be independent of positions, while in the mock-up experiment they are varied
by several factors, e.g., the position-dependent coolant temperature. Despite the fact that there
are 5∼10% diﬀerences between the initial states of the predictions and measurements, the errors
of FE predictions are less than ±10% during the whole loading cycle. The calculated values of
the second cycle have also been plotted out to show the cyclic eﬀect. In this investigation, the
cyclic eﬀect on the temperature changing is ignorable.













































































Figure 8.4: Temperature over time during two loading cycles: (a) 55 mm; (b) 100 mm; (c) 150
mm to the FW. Dots, experimental data; solid lines, F.E. calculation (unit: oC).
The temperature distribution at the maximum heating is shown in Figure 8.5, with the deformed
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conﬁguration. Loading steps in the second loading cycle, namely, step No. 2, 4, and 6 as shown
in Figure 8.3, are plotted to show the evolution of the temperature distribution. The maximum
temperature in the pebble bed locates in the middle layer of the breeder cell, and reaches close
to 790oC at maximum load. Due to the bending of the top surface of the cassette, gaps are
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Figure 8.5: Calculated temperature distribution at: (a) Step 2, (b) Step 4 and (c) Step 6, the
maximum load (unit: oC), with deformations at a scale factor of 5.
8.3.2 Mechanical ﬁeld
In the coupled thermo-mechanical analysis, the mechanical ﬁeld, as well as the temperature
ﬁeld, has been obtained. The mechanical ﬁeld is important in the analysis of pebble beds,
due to the fact that not only the thermal and mechanical ﬁelds are coupled, e.g., the eﬀective
thermal conductivity depends on the average contact area of pebbles and the number of contacts,
but also the stress concentration may cause crush of individual pebbles during the operation.
Figure 8.6 shows the calculated hydrostatic pressure and von Mises stress at the locations of the
TCs (TC_01) along the axis of symmetry during the two loading cycles. In each cycle, there
are obvious decreases of the stresses at the 5th and 6th loading steps, and this behaviour is
caused by the creep deformation at the relatively high temperatures. The main reasons for this
phenomenon are the re-conﬁguration of the local packing structure of pebbles and creep of the
bulk material. Friction forces at the pebble-wall interfaces and thermal expansion of the heaters
are present in this analysis, and it turns out to push the pebbles against the FW. Therefore,
the value of hydrostatic pressure at 55 mm to the FW is higher than the one at 100/150 mm.
The hydrostatic pressure after unloading reaches almost zero, but no tensile stress is present
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in the pebble layer, which is consistent with the nature of the non-cohesive granular materials.
Diﬀerences between two loading cycles can be observed but they are not signiﬁcant.
Figure 8.7 shows the distributions of (a) hydrostatic pressure and (b) von Mises stress at the
maximum load. The maximum hydrostatic pressure (around 4.9 MPa) locates near to the FW,
and the reason for this has been explained above. Another reason for this phenomenon is that
the structural compliance near the ﬁrst wall is less than the one in the middle, see the deformed
shape in Figure 8.5. In this investigation, a dependence of the maximum hydrostatic pressure
on the friction coeﬃcient between pebbles and the wall has been found. For a larger friction
coeﬃcient, a higher magnitude of the resulting hydrostatic pressure occurs. Inside the high
hydrostatic pressure regions, crush of single pebbles is likely to be observed in experiments. The
DEM simulation in Chapter 3 also shows the dependence of the maximum normal contact force
on the hydrostatic pressure. If we scale the maximum contact force, fmax, between pebbles
considered here to the ones with 0.5 mm diameter by Eqn. (3.53), the value is close to 5.5 N in
the p = 4.9 MPa region. However, the average crush load on dried pebbles in experiments is
7∼8 N with a 20% of scattering (Piazza et al., 2001b; Reimann et al., 2005a). It is also found
that the coordination number inﬂuences the crush probability of single pebbles (Marketos and
Bolton, 2007), while the experimental data normally cover only the case of nC = 2.
The maximum von Mises stress occurs inside the outer sub-cell. This is mainly introduced by
diﬀerent thermal expansion coeﬃcients of the cassette wall and the electric heater, respectively,
which shears the pebbles inside the outer sub-cell. During the unloading step, the direction of
the shear stress changes, and it turns out to recover part of the inelastic strains accumulated in
the previous loading steps.
Figure 8.8 shows the evolution of (a) volumetric inelastic strain and (b) volumetric plastic strain
of the pebble bed at the positions of TC_01 (55, 100 and 150 mm to the FW). The volumetric
inelastic strain is the summation of the volumetric plastic and creep strains. The increments
of the volumetric inelastic strain at the 5th and 6th steps are higher compared to the others,
since the creep strain rate is larger at high temperatures. On the contrary, the increments of the
volumetric plastic strain at the 5th and 6th steps decrease in Figure 8.8-(b), due to the fact that
creep deformations reduce stresses. The maximum volumetric inelastic strain reached in the
second cycle is slightly higher than the one in the ﬁrst cycle. During unloading, the volumetric
plastic strain recovers, and even some dilations exist inside the pebble layer, e.g., near TC_01
at 55 mm. Due to the shrinking of the electric heaters during unloading, the pebbles in the
middle sub-cell are carried back by friction forces to the original conﬁguration.
Figure 8.9 shows the distributions of (a) volumetric inelastic strain and (b) volumetric plastic
strain at the maximum load of the second cycle. The distributions of the two variables are
similar. The maximum volumetric inelastic strain is around 2.1%, and the maximum volumetric
plastic strain reaches 1.5% inside the pebble bed.
One node of the FE model, where the LVDT locates in the experiment, has been monitored
during the calculation. Figure 8.10 shows the comparison between the experimental data and
predictions. These two sets of data are oﬀset by the displacement obtained at the beginning of
the second cycle, in order to provide results independent of the irreversible deformation during
the ﬁrst starting cycle. Cyclic eﬀects achieve saturation at the end of the second cycle, see
Figure 8.10. Considering the scatter of the measurements, the present ﬁnite element analysis
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Figure 8.7: Stress distributions inside the pebble layer at the maximum load (Step 6 in the
second cycle): (a) hydrostatic pressure; (b) von Mises stress (unit: Pa).
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Figure 8.8: (a) Volumetric inelastic strain and (b) volumetric plastic strain over time during two
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Figure 8.9: Volumetric strain distributions inside the pebble layer at the maximum load (Step
6 in the second cycle): (a) inelastic strain; (b) plastic strain.
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gives a reasonable prediction.

























Figure 8.10: Displacement of HELICA (unit: mm), comparison between LVDTs' measurements
(scattered dots) and the calculated value (the solid line).
8.4 Discussion and conclusion
Based on the present numerical study of the HELICA mock-up experiment, the interfacial heat
transfer coeﬃcient, eﬀective thermal conductivity of the pebble bed and gap formation are
discussed in this section.
8.4.1 Heat transfer coeﬃcient
With the interfacial heat transfer model as discussed in Chapter 7, the HTC can be calculated
by the local temperature and pressure in the ﬁnite element analysis. The temperature drop
∆T at the interface depends on the heat ﬂux and the value of HTC. Figure 8.11 shows the
temperature distributions along the cross-section at 100 mm to FW, and the experimental data
are also plotted for comparison. The maximum temperature locates in the middle sub-cell,
and the temperature decreases in the direction of the heat ﬂux, from the electric heater to the
cassette. For diﬀerent loading steps, there are temperature drops at the interface of the heater
and the outer sub-cell, as well as the ones at the interface of the outer sub-cell and the cassette.
With the increase of the surface heat ﬂux during loading (from step 1 to 6), the temperature
drop ∆T increases, but meanwhile with the resulting changes of temperature and stresses, the
HTC value changes. In the same loading step, the heat ﬂuxes are almost the same at both
the heater-pebble bed and pebble bed-cassette interfaces. However, the diﬀerences between the
temperature drops, or the HTC values, are introduced by diﬀerences of the temperatures and
pressures at these two interfaces.
8.4.2 Eﬀective thermal conductivity
The eﬀective thermal conductivity of pebble beds depends on both the local temperature and
volumetric inelastic strain, and this has been implemented in our present phenomenological
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Figure 8.11: Temperature distributions at the cross-section 100 mm, at diﬀerent steps. Solid
lines, calculation; dots, measurements.
model. It is suggested (Reimann et al., 2006a) that the thermal conductivity has about 12%
reduction for the beds with smaller sized pebbles as used in HELICA and HEXCALIBER mock-
ups, decreasing the average diameter from 0.4 (the reference pebbles) to 0.225 mm. Knowing
the calculated temperature and strain distributions, it is convenient to plot out the eﬀective
thermal conductivity of the pebble bed. Figure 8.12 shows the evolution of the eﬀective thermal
conductivity of the Li4SiO4 pebble bed during two cycles, and three points are taken from
the locations of TC_01 along the axis of symmetry, namely, 55/100/150 mm to the FW. The
eﬀective thermal conductivity increases during the loading steps, and it has a similar trend with
the changing of the local temperature, since it changes linearly with respect to temperature and
is insensitive to strains. The cyclic eﬀect on the thermal conductivity is negligible.
Figure 8.13 gives the distributions of the eﬀective thermal conductivity of the Li4SiO4 pebble bed
at two diﬀerent steps. As shown in Figure 8.13-(a), the thermal conductivity at the maximum
load ranges from 0.842 to 1.044 W/mK, depending mainly on the temperature distribution, as
shown in Figure 8.5-(c). The maximum value locates in the middle sub-cell between the heaters.
Figure 8.13-(b) shows the distribution of the thermal conductivity after the unloading, and there
is only small variation over the whole region of the pebble bed, from 0.768 to 0.782 W/mK. The
inhomogeneous distribution is induced by the inelastic strains.
8.4.3 Gap formation
During operation, the pebble layer is mainly under compressive stresses. A negative volumetric
inelastic strain exists almost everywhere in the whole pebble bed region, which does not fully
recover during unloading, see Figure 8.8. It is expected that gaps will be formed at the pebble
bed-heater or pebble bed-cassette interface after unloading. However, in HELICA, the heaters
shear back and forth during loading cycles. One of the interesting properties of granular materials
is that the volume increases while being sheared, and this can be predicted by the shear failure
surface in the modiﬁed Drucker-Prager-Cap theory with non-associated plastic ﬂow. The stress
history in Figure 8.6, especially the one of von Mises stress, shows that the shear stress acting
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Figure 8.12: Eﬀective thermal conductivity of the Li4SiO4 pebble bed over time at 55/100/150
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Figure 8.13: Calculated proﬁle of the eﬀective thermal conductivity: (a) at Step 6; (b) after
unloading (unit, W/mK ).
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in the pebble layer changes its sign during unloading. The stress state during unloading is
diﬀerent from the one during loading. The unloading case is actually a pure shearing of the
pebble layer, which can be seen from the fact that the hydrostatic pressure reduces almost to
zero while a non-zero von Mises stress is present. This leads to a partial recovery of the inelastic
strains accumulated during loading, and increases the volume occupied by the material. The
deformation after unloading has been investigated, and Figure 8.14 shows the only observable
gap in HELICA. The gap has been formed between the two heaters and close to the FW, and
the width of the gap is 0.29 mm.
Figure 8.14: Gap formation in HELICA after unloading, with deformations at a scale factor of
5.
8.4.4 Remarks on the simulation
According to the present ﬁnite element analysis of the HELICA mock-up experiment, the fol-
lowing remarks can be made:
 The maximum temperature will be reached between the two electric heaters, and the
maximum value depends on both the magnitude of the heat ﬂux provided by the heaters
and the conﬁguration of the cooling channels. Regions with high temperature gradient
locate in the outer sub-cells. Cyclic eﬀects of the ceramic breeder pebble bed are ignorable.
 A hydrostatic pressure develops during the loading steps, and decreases in high temper-
ature regions, due to the creep deformation of the pebble bed. The maximum value is
reached near the interface of the FW in the middle sub-cell. The value is so high that it is
likely to break individual pebbles in this region. The hydrostatic pressure reduces nearly
to zero after unloading, and no tensile stress exists.
 Gap formation is found in the analysis, and the width of the gap is around 0.29 mm. The
location is at the interface of the FW in the middle sub-cell of the pebble bed.
 When pebble beds are present in the structural analyses, extra controls for convergence
have to be made in the ﬁnite element analysis to both reach convergence and obtain
reasonable results. For structural analyses for HCPB-TBM design, the pebble beds have
a strong inﬂuence on the temperature ﬁeld. The modiﬁed Drucker-Prager-Cap model
can describe precisely the behaviour of pebbles during both loading and unloading. The
mechanical variables, in turn, inﬂuence signiﬁcantly the temperature distribution in the
fully coupled thermo-mechanical analysis.
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 A 3D analysis will provide more details of this mock-up experiment, but the problem
remains mainly in the scale of the ﬁnite element calculation, rather than veriﬁcation of the
material model.
8.4.5 Other applications
Within the framework of the EFDA R&D activities, the present phenomenological model has also
been used to investigate the pre-compaction procedure of the pebble bed assembly in NRG Petten
(Gan and Kamlah, 2006, 2007a), and the thermo-mechanical behaviour of the HEXCALIBER
mock-up experiment in ENEA Brasimone (Gan and Kamlah, 2007b, 2008). Moreover, with the
help of the phenomenological model for pebble beds and the identiﬁcation method of the material
parameters proposed in this work, Mazzone et al. (2006) have investigated a typical HCPB-TBM
structure under electromagnetic loading. To understand the thermal mechanical response of a
HCPB blanket under volumetric heating, which is induced by neutron and gamma-ray radiation
in a fusion reactor, a typical sandwich structure of the DEMO conﬁguration consisting of both
ceramic breeder and beryllium pebble beds under the power density proﬁle during operation has
also been studied (Gan et al., 2007).
8.5 Summary
In this chapter, HELICA, an out-of-pile mock-up experiment in ENEA Brasimone, has been
analyzed using the phenomenological model of pebble beds developed in this work. Using 2D
generalized plain strain elements, the fully coupled thermo-mechanical analysis of this mock-up
experiment has been performed. The calculated results are reported, including the temperature,
stress-strain ﬁelds and the eﬀective thermal conductivity of the pebble bed. As a benchmark
exercise, we compare the predictions with experimental measurements, which shows the valid-
ity of the present phenomenological model and the interfacial heat transfer model. This work
exhibits the feasibility of the simulation of large scale experiments, and the capability of struc-
tural analyses taking into account the special features of pebble beds. The thermo-mechanically





In this work, tritium breeder and neutron multiplier pebble beds have been modelled by a
discrete element method and a continuum mechanics approach, to perform thermo-mechanical
analyses of structures containing these materials under fusion-relevant conditions. In addition
to describing the thermo-mechanical behaviour of pebble beds, this strategy also focuses on the
utilization of the available experimental data. This not only makes use of the properties of single
pebbles, but also identiﬁes the material parameters in the phenomenological model from typical
experimental setups for pebble beds.
In the ﬁrst approach, each single pebble is considered an individual element, and the interactions
between elements are revealed by the discrete element method. In order to provide a reasonable
initial conﬁguration for the discrete element simulation, in particular, with periodic boundary
conditions and a high packing factor, an algorithm for random close packing has been developed.
By simulating diﬀerent assemblies of pebbles under uniaxial compression, similar distributions
of contact forces have been achieved, regardless of the initial conﬁguration and loading level.
Moreover, the average and maximum contact forces, as well as the average coordination number
in the representative volume element have been found to be related to a macroscopic quantity,
namely, the hydrostatic pressure. This provides important information for understanding the
overall behaviour of pebble beds, such as the nonlinear elasticity and strain-dependent thermal
conductivity. The discrete element method provides promising solutions for pebble bed related
problems, such as the quantitative analysis of the crush probability, and moreover the yield
surface.
In order to take into account pebble beds in an engineering scale and describe the material prop-
erties in HCPB-TBM blankets, the phenomenological approach has been presented. According
to the experimental observations and the requirements for the capability of carrying out coupled
thermo-mechanical analysis, the present phenomenological model includes a nonlinear elasticity
law, the Drucker-Prager-Cap model, consolidation creep and strain-dependent thermal conduc-
tivity. We have proposed a customized method to identify the material parameters from the
empirical curves of the available experiments, instead of using a trial-and-error method. This
method can be applied for diﬀerent types of pebble beds, and moreover, it introduces thermo-
plasticity into our present phenomenological model by using temperature-dependent empirical
curves. Veriﬁcations of the phenomenological model have been made for diﬀerent types of mate-
rials and at diﬀerent bed temperature levels. Successful and unique identiﬁcation of the material
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parameters clearly shows physical relevance to the model. Implementation of the phenomeno-
logical model into a ﬁnite element code has also been discussed in this investigation. A return
mapping algorithm has been used as the integration scheme for a general rate-independent
theory of plasticity with non-associated plastic ﬂow. This provides the possibility to either
improve the current phenomenological model, or transfer the model into other ﬁnite element
codes. Furthermore, the same framework can be used to implement a new material model, e.g.,
a micro-mechanics based model.
As preparation for the structural analysis, the pebble bed-wall interactions have been investi-
gated, with emphasis on the heat transfer coeﬃcient of the interface. The interfacial model
includes the dependence on both temperature and mechanical loads, which have been observed
in experiments and thus are important for predicting the temperature distribution inside the
pebble beds. Finally, as a benchmark exercise for material models proposed by EU associations,
the HELICA mock-up experiment has been analyzed using the present phenomenological model.
The predictions have been compared to measurements, which suggests that the framework of
the current investigation satisﬁes the requirements in fusion blankets. The numerical tools for
the thermo-mechanics of pebble beds will be eﬃcient and important for the design and analysis
of HCPB blankets.
In the future, several directions seem to be important for further developments for thermo-
mechanics of pebble beds:
 First, as a sequential multi-scale approach, a micro-mechanics based phenomenological
model can be investigated using the extension of the discrete element method into multi-
axial proportional loading. The obtained material model can be implemented into a ﬁnite
element code by a user-deﬁned material routine like the one discussed in this work.
 Second, by linking the macroscopic and microscopic quantities, the crush probability of
individual pebbles can be estimated according to the stress and temperature distributions
of the structure. Data scattering of the crush experiments for single pebbles seems to be
inevitable. However, this can be taken into account by the discrete element simulation.
Further investigations are needed to study the inﬂuences of the coordination number, which
can be obtained explicitly in the simulation, on the crush probability of single pebbles in
a theoretical or experimental way.
 With the help of the discrete element method, the eﬀective thermal conductivity and
thermal expansion of pebble beds can be studied, and the micro-mechanical basis of these
overall properties can be revealed.
 Moreover, in further structural analyses, it is needed to consider cost-eﬃciency of simula-
tions. A simpliﬁed material model may be necessary. However, the basic characteristics
of the present model should be preserved.
 For interfacial heat transfer, additional factors should be taken into account to improve
the interfacial model, e.g., the near-wall topology and the changing of the contact number
with respect to the loads.
 Finally, in the case of high level irradiation, swelling and degradation of pebbles can be
taken into account either by the discrete element simulation, or as an internal variable in
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the phenomenological model. This work would provide a basis for the implementation of
the further experimental data for irradiation eﬀects.
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Appendix A
For thermo-mechanical analysis, additional material properties for lithium orthosilicate and
beryllium pebble beds are listed in this appendix, including coeﬃcients of thermal expansion,
speciﬁc heat and density. The data sources are:
 J.H. Fokkens. Thermo-mechanical ﬁnite element analysis of the HCPB in-pile test element.
TW0-TTBB-004-D1, NRG Report 21477/02.50560/P. Technical report, 2003.
 J.H. Fokkens. HELICA: Material Database. NRG Report 21630/05.69841/P. Technical
report, 2005.
(1) Coeﬃcients of Thermal Expansion (1/oC)























(2) Speciﬁc Heat (J/kgoC)























Temp. (oC) Li4SiO4 Beryllium
0.0 1526.40 1166.72
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